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GLOBE VALVES

 ■ Adaptive stroke of actuator utilizes full control signal for maximum resolution.

 ■ Visual sliding stroke indicators allow quick installation and system checks.

 ■ Assembly can be mounted with valve stem horizontal to the pipe.

 ■ Self locking valve coupling to ensure proper valve-actuator connection. 

 ■ Pressure compensated fl anged globe valves utilize a balanced plug design perfect

for high close-off requirements.

Applications

The comprehensive line of globe valves is available in sizes from ½” to 6” and fulfi lls 

the requirements of ANSI 125 and ANSI 250 applications. Utilizing either bronze or 

stainless steel trim and fi tted with either spring return, non-spring return, or electronic

fail-safe actuators, globe valves are the perfect fi t for applications such as unit

ventilation and air handling units as well as water/steam control in other HVAC systems.
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Globe Valve Nomenclature

Ordering Example 

1 Choose the valve actuator combination.

+NO G214+LVX24-MFT +Tagging (if needed)

Specify preference or confi guration.

Set-Up

5 Complete Ordering Example:  G214+LVX24-MFT+NO+G43

Does order 

require 

tagging? 

Tagging:

Valves may be tagged per

customer specifi cation. 

($10.00 per tag)

Example:

   AHU-1

   FCU-2

Part number for tagging: 

99981-00101

4

 For MFT orders only - select programming code

          G43 

G43 2 to 10 VDC

G53 0.5 to 10 VDC

W3M 0.02 to 5.00 seconds PWM

G13 Floating Point

G03 On/Off

 Non-Spring Models

NO = Normally Open

NC = Normally Closed

Fail-Safe Models

NO/FO = Normally Open/Fail Open

NO/FC = Normally Open/Fail Closed

NC/FO = Normally Closed/Fail Open

NC/FC = Normally Closed/Fail Closed

Refers to valve ports A to AB.

3

2

G2 14 LVX 24 -MFT

Valve Type

G2 = 2-way NPT

G3 = 3-way NPT

G6 = 2-way Flanged

G7 = 3-way Flanged

Valve Size

12-50 = ½” to 2”

65-150 = 2½” to 6”

 (Flanged)

Trim Material

Blank = Bronze Trim

S = Stainless Trim

-250 = ANSI 250

 Bronze Trim

S-250 = ANSI 250

 Stainless

 Trim

C = Bronze

 Trim Pressure

 Compensated

CS = Stainless

 Trim Pressure

 Compensated

LCS = Linear Stainless 

  Trim Pressure 

  Compensated

D = Diverting

 Bronze Trim

DS = Diverting

 Stainless Trim

Actuator Type

Non-Spring Return 

LV…

SV…

EV…

RV… 

Spring Return

LF…

NF…

AF…

Electronic Fail-Safe

GK…

LVK…

SVK…

AVK…

Power Supply

24 = 24 VAC/DC

120 = 120 VAC

UP = 24-240 VAC

    or 24-125 VDC   

    

Control

Blank = On/Off

-3 = On/Off, Floating Point

-SR = 2-10 VDC

-MFT or MFT-X1= Multi-Function 

Technology

-MFT95-X1= 0-135 Ω
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Control Valve Product Range

Globe Valve Product Range        
G2.., G3..          

Mode of Operation
The control valve is operated by an electronic actuator that responds
to a standard voltage for on/off control, by a proportional VDC/4…20
mA, 3-point control system. The actuator will then move the plug of
the valve to the position dictated by the control signal thus changing
the fl ow.

Product Features
Equal percentage characteristic of fl ow for G2, linear characteristic
for G3.

Actuator Specifi cations
Control type on/off, fl oating point, 2-10 VDC 
  multi-function technology (MFT)
Manual override all models except LF
Electrical connection 3 ft [1m] cable with ½” conduit fi tting

Valve Specifi cations
Service chilled or hot water, 60% glycol, steam
Flow characteristic G2 - equal percentage
  G2S, G3, G3D - linear
Sizes ½” - 2”
End fi tting NPT female ends
Materials      
 Body bronze     
 Stem stainless steel
  Plug brass    
  stainless steel: G2..S
 Seat bronze     
  stainless steel: G2..S  
 Packing spring loaded TFE
 Seal composition G2  
  Tefl on®  G2...S   
  none G3, G3D
Media temp range refer to valve specifi cation pages in this 
  section
Body pressure rating 250 psi G2, G3..., ½”- 2”
Maximum inlet pressure
 Steam 35 psi (241 kPa) G2
  50 psi (345 kPa) G2...S
  100 psi (690 kPa) G2...S
Maximum differential
pressure (ΔP)
 Water 35 psi (241 kPa)
 Steam 20 psi (138 kPa) G2
  35 psi (241 kPa) G2...S

Valve Nominal 
Size

Type Suitable Actuators

Cv Inches DN 
[mm]

2-way  
NPT

3-way  
NPT

Non-Spring 
Return

Spring 
Return

Electronic 
Fail-Safe

0.4 ½ 15 G212 –

LV
 S

er
ie

s

LF
 S

er
ie

s

LV
K 

Se
rie

s

1.3 ½ 15 G213 –

2.2 ½ 15 G214 –

4.4 ½ 15 G215 –

0.4 ½ 15 G212S –

1.3 ½ 15 G213S –

2.2 ½ 15 G214S G314

4.4 ½ 15 G215S G315

4.4 ½ 15 – G315D

5.5 ¾ 20 G219 –

7.5 ¾ 20 G220 –

5.5 ¾ 20 G219S –

7.5 ¾ 20 G220S G320 

7.5 ¾ 20 – G320D

10 1 25 G224 –

SV
 S

er
ie

s

NF
 S

er
ie

s

SV
K 

Se
rie

s

14 1 25 G225 –

10 1 25 G224S –

14 1 25 G225S G325 

14 1 25 – G325D

20 1¼ 32 G232 –

20 1¼ 32 G232S G332

20 1¼ 32 – G332D

28 1½ 40 G240 –

AF
X 

Se
rie

s

28 1½ 40 G240S G340 

28 1½ 40 – G340D

40 2 50 G250 –

40 2 50 G250S –

41 2 50 – G350 

40 2 50 – G350D
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Control Valve Product Range

Globe Valve Product Range        
G6..           

Mode of Operation
The control valve is operated by an electronic actuator
that responds to a standard voltage for on/off control, a
proportional VDC/4…20 mA, or 3-point control system. The
actuator will then move the plug of the valve to the position
dictated by the control signal thus changing the fl ow.

Product Features
Equal-percentage characteristic for G6. Linear characteristic
for G6...LCS

Actuator Specifi cations
Control type on/off, fl oating point, 2-10 VDC 
  multi-function technology (MFT)
Manual override all models
Electrical connection 3 ft [1m] cable with
  ½” conduit fi tting
Valve Specifi cations
Service chilled or hot water,   
  60% glycol, steam
Flow characteristic   
 G6 A-port equal percentage 
 G6LCS linear
Sizes 2½” - 6”
End fi tting fl anged
Materials   
 Body cast iron  
 Stem stainless steel 
 Plug brass
 Seat bronze: G6  
  stainless steel: G6..S 
 Packing
    G6 bronze trimmed: NLP 
    G6S stainless trimmed: TFE V-ring
Media temp range   
  refer to valve specifi cation 
  pages in this section
Body pressure rating   
 G6, 125# ANSI fl ange 125 psi  
 G6, 250# ANSI fl ange 250 psi
Maximum inlet pressure
 Water 150 psi (1034 kPa) G6C, G6CS
  250 psi (1724 kPa) G6C...250, 
  G6CS...250
 Steam 35 psi (241 kPa) G6C, G6C...250
  50 psi (345 kPa) G6CS, G6CS...250
  100 psi (690 kPa) G6CS, G6CS...250
Maximum differential
pressure (ΔP)
 Water 25 psi (172 kPa) G6C, G6C...250
  50 psi (345 kPa) G6CS, G6CS...250
 Steam 15 psi (103 kPa) G6C, G6C...250
  50 psi (345 kPa) G6CS, G6CS...250

Valve 
Nominal 

Size
Type Suitable Actuators

Cv Inches 2-way Flanged Non-Spring 
Return

Spring 
Return

Electronic 
Fail-Safe

65 2½ G665C
EV

 S
er

ie
s

AF
X 

Se
rie

s

AV
K 

Se
rie

s

65 2½ G665CS

65 2½ G665C-250

65 2½ G665CS-250

65 2½ G665LCS

90 3 G680C

90 3 G680CS

90 3 G680C-250

90 3 G680CS-250

90 3 G680LCS

170 4 G6100C

170 4 G6100CS

170 4 G6100C-250

170 4 G6100CS-250

170 4 G6100LCS

263 5 G6125C

263 5 G6125CS

263 5 G6125C-250

263 5 G6125CS-250

263 5 G6125LCS

344 6 G6150C

344 6 G6150CS

344 6 G6150C-250

344 6 G6150CS-250

344 6 G6150LCS

The G...(C)(CS)(LCS) Series valve is a pressure compensated valve that allows high close-off ratings 

while utilizing standard actuation.
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Control Valve Product Range

Globe Valve Product Range        
G7..          

Mode of Operation
The control valve is operated by an electronic actuator
that responds to a standard voltage for on/off control, a
proportional VDC/4…20 mA, or 3-point control system. The
actuator will then move the plug of the valve to the position
dictated by the control signal thus changing the fl ow.

Product Features
Linear characteristic

Actuator Specifi cations
Control type on/off, fl oating point, 2-10 VDC 
  multi-function technology (MFT)
Manual override all models
Electrical connection 3 ft [1m] cable with
  ½” conduit fi tting

Valve Specifi cations
Service chilled or hot water,   
  60% glycol
Flow characteristic linear
Sizes 2½” - 6”
End fi tting fl anged
Materials    
 Body cast iron   
 Stem stainless steel 
 Plug brass
 Seat 
    G7 bronze  
    G7...S stainless steel
 Packing 
    G7 bronze trimmed: NLP 
    G7...S stainless trimmed: TFE V-ring
Media temp range Refer to valve specifi cation 
  pages in this section
Body pressure rating    
 G7, 125# ANSI fl ange 125 psi  
 G7, 250# ANSI fl ange 250 psi
Maximum inlet pressure
 Water 150 psi (1034 kPa) G7, G7S
  250 psi (1724 kPa) G7...250, 
  G7S...250
Maximum differential
pressure (ΔP)
 Water 25 psi (172 kPa) G7, G7...250
  50 psi (345 kPa) G7S,G7S...250

Valve 
Nominal 

Size
Suitable Actuators

Cv InchesInches 3-Way Flanged3-Way Flanged Non-Spring Non-Spring 
ReturnReturn Spring ReturnSpring Return Electronic Electronic 

Fail-SafeFail-Safe

2½ G765

EV
 / 

RV
 S

er
ie

s

AF
X 

Se
rie

s

AV
K 

Se
rie

s

68 2½ G765S

68 2½ G765-250

68 2½ G765S-250

91 3 G780

91 3 G780S

91 3 G780-250

91 3 G780S-250

190 4 G7100

190 4 G7100S

190 4 G7100-250

190 4 G7100S-250

280 5 G7125

RV
 S

er
ie

s

GK
 S

er
ie

s
280 5 G7125S

280 5 G7125-250

280 5 G7125S-250

340 6 G7150

340 6 G7150S

340 6 G7150-250

340 6 G7150S-250

68 2½ G765D

EV
 S

er
ie

s

AF
X 

Se
rie

s

AV
K 

Se
rie

s

68 2½ G765DS

68 2½ G765DS-250

85 3 G780D

85 3 G780DS

85 3 G780DS-250

154 4 G7100D

154 4 G7100DS

154 4 G7100DS-250

195 5 G7125D

195 5 G7125DS

195 5 G7125DS-250

248 6 G7150D

248 6 G7150DS

248 6 G7150DS-250
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FLOW PATTERN

G2 2-way Valve G3 3-way Mixing Valve G3…D 3-way Diverting Valve

Flow DirectionFlow DirectionStem Up
Open A to AB

Stem UpUp
Open B to AB

Stem UpU
Open B to AB

Flow BNote: F
avels to A tra
h through
of plug center 

(as shown).(as sho

VALVE ASSEMBLY SET-UP:

2-WAY VALVE 2-WAY VALVE 3-WAY MIXING
VALVE

3-WAY MIXING
VALVE

SPECIFY UPON ORDERING SPECIFY UPON ORDERING SPECIFY UPON ORDERING SPECIFY UPON ORDERING

NO
N-

SP
RI

NG
 

RE
TU

RN

LV, SV Series
NC: Normally closed A to AB,
valve will open upon increase in
signal/power.

Note: To change reverse the
directional switch.

NO: Normally open A to AB, valve
will close upon increase in signal/
power.

Note: To change reverse the
directional switch.

NC: Normally closed A to AB,
valve will open upon increase in
signal/power.

Note: To change reverse the
directional switch.

NO: Normally open A to AB, valve
will close upon increase in signal/
power.

Note: To change reverse the
directional switch.

EL
EC

TR
ON

IC
 

FA
IL

-S
AF

E

LVK, SVK Series

3-WAY DIVERTING VALVE

NO
N-

SP
RI

NG
 

RE
TU

RN

LV, SV Series
NC: Normally closed B to AB,
valve will open upon increase in
signal/power.

Note: To change reverse
the directional switch.

NO: Normally open B to AB, valve
will close upon increase in signal/
power.

Note: To change reverse
the directional switch.

EL
EC

TR
ON

IC
 

FA
IL

-S
AF

E

LVK, SVK Series

SP
RI

NG
 R

ET
UR

N

LF24 US, NFBUP-X1, AFBUP-X1
On/Off

NO/FO Normally open A to AB,
valve will drive closed.
Spring Action: Will fail open A to
AB upon power loss.

NC/FC Normally closed A to AB,
valve will drive open. Spring
Action: Will fail closed A to AB
upon power loss.

NO/FO Normally open A to AB,
valve will drive closed. Spring
Action: Will fail open A to AB
upon power loss.

NC/FC Normally closed A to AB,
valve will drive open. Spring
Action: Will fail closed A to AB
upon power loss.

LF, NFB, NFX, AFB, AFX Series

NC/FO Normally closed A to AB,
valve will open upon increase in
signal. Note: To change valve to A
to AB open, reverse CW/CCW
switch.
Spring Action: Will fail open A to
AB upon power loss.

NO/FC or NC/FC Valve: Can be  
open or closed, will drive closed 
or open A to AB (can be chosen 
with CW/CCW switch).
Spring Action: Closed A to AB
upon power loss.

NC/FO Normally closed A to AB, 
valve will open upon increase in
signal. Note: To change valve to A
to AB open, reverse CW/CCW
switch.
Spring Action: Will fail open A to 
AB upon power loss.

NO/FC or NC/FC Valve: Can be 
open or closed, will drive closed
or open A to AB (can be chosen
with CW/CCW switch).
Spring Action: Closed A to AB 
upon power loss.

NO/FO Normally open A to AB
Spring Action: Will fail open A to
AB upon power loss. (NO or NC
action can be chosen with CW/
CCW switch).

NO/FO Normally open A to AB
Spring Action: Will fail open A to
AB upon power loss. (NO or NC 
action can be chosen with CW/
CCW switch).

Electronic Screwed Globe Valves

All valves shown stem down
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GLOBE VALVES

Flow arrow shown
on rear of valve

FLOW PATTERN – Flow Pattern is Marked on Valve

G6 2-way Valve
SStem Up = Open A to AB

Electronic Flanged Globe Valves

G7…D 3-way Diverting Valve
Stem Up = Open AB to B

A AB

B

G7 3-way Mixing Valve
Stem Up = Open B to ABStem Up Open B to AB p p

A B

AB

 DEFAULT SET-UP:

2-WAY VALVE 3-WAY VALVE
SPECIFY UPON ORDERING SPECIFY UPON ORDERING SPECIFY UPON ORDERING SPECIFY UPON ORDERING

NO
N-

SP
RI

NG
 R

ET
UR

N
ST

AY
S 

IN
 L

AS
T 

PO
SI

TI
ON

EV, RV Series

NC: Normally closed A to AB, valve will 
open upon increase in signal/power.

Note: To change valve to A to AB open,
reverse the directional switch in actuator.

NO: Normally open A to AB, valve will 
close upon increase in signal/power.

Note: To change valve to A to AB closed,
reverse the directional switch in actuator.

NC: Normally closed A to AB, will open 
upon increase in signal/power.

Note: To change valve to A to AB open,
reverse the directional switch in actuator.

NO: Normally open A to AB, will close 
upon increase in signal/power.

Note: To change valve to A to AB closed,
reverse the directional switch in actuator.

SP
RI

NG
 R

ET
UR

N
NO

TE
 F

AI
L 

PO
SI

TI
ON

AFB, AFX Series
On/Off

NO/FO Normally open A to AB
valve will drive closed. Spring Action: Will
fail open A to AB upon power loss.

NC/FC Normally closed A to AB
valve will drive open. Spring Action: Will
fail closed A to AB upon power loss.

NO/FO Normally open A to AB
valve will drive closed. Spring Action: Will
fail open A to AB upon power loss.

NC/FC Normally closed A to AB
valve will drive open. Spring Action: Will
fail closed A to AB upon power loss.

AFB, AFX MFT
Series

NC/FO Normally closed A to AB, valve will 
open upon increase in signal. Note: To
change valve to A to AB open, reverse CW/
CCW switch. Spring Action: Will fail open
A to AB upon power loss.

NO/FC or NC/FC Normally Open/
Normally Closed: valve can be open or
closed, will drive closed or open A to AB
(can be chosen with CW/CCW switch).
Spring Action: Closed A to AB upon
power loss.

NC/FO Normally closed A to AB, valve will 
open upon increase in signal. Note: To
change valve to A to AB open, reverse CW/
CCW switch. Spring Action: Will fail open
A to AB upon power loss.

NO/FC or NC/FC Normally Open/
Normally Closed: valve be open or
closed, will drive closed or open A to AB
(can be chosen with CW/CCW switch).
Spring Action: Closed A to AB upon 
power loss.

NO/FO Normally open A to AB 
Spring Action: Will fail open A to AB upon
power loss.
(NO or NC action can be chosen
with CW/CCW switch).

NO/FO Normally open A to AB
Spring Action: Will fail
open A to AB upon power loss.
(NO or NC action can be chosen
with CW/CCW switch).

EL
EC

TR
ON

IC
 F

AI
L-

SA
FE

AVK, GK Series

NC/FO Normally closed A to AB, valve will 
open upon increase in signal. Note: To
change valve to A to AB open, reverse CW/
CCW switch.
Fail Position:  Will default fail A to AB
open, from the factory.  Fail position can
be set from 0%-100%, in 10%
increments.

NO/FC or NC/FC Valve: Can be open or
closed, will drive closed or open A to AB
(can be chosen with CW/CCW switch).
Fail Position:  Will default fail A to AB
open, from the factory.  Fail position can
be set from 0%-100%, in 10%
increments.

NC/FO Normally closed A to AB, valve will 
open upon increase in signal. Note: To
change valve to A to AB open, reverse CW/
CCW switch.
Fail Position:  Will default fail A to AB
open, from the factory.  Fail position can
be set from 0%-100%, in 10%
increments.

NO/FC or NC/FC Valve: Can be open or 
closed, will drive closed or open A to AB
(can be chosen with CW/CCW switch).
Fail Position:  Will default fail A to AB
open, from the factory.  Fail position can
be set from 0%-100%, in 10%
increments.

NO/FO Normally open A to AB
Fail Position:  Will default fail A to AB
open, from the factory.  Fail position can
be set from 0%-100%, in 10%
increments.

NO/FO Normally open A to AB
Fail Position:  Will default fail A to AB
open, from the factory.  Fail position can
be set from 0%-100%, in 10%
increments.

3-WAY DIVERTING VALVE

NO
N-

SP
RI

NG
 

RE
TU

RN

EV, RV Series

SP
RI

NG
 

RE
TU

RN

AFB, AFX Series

NC: Normally closed B to AB, valve will
open upon increase in signal/power.

Note: To change reverse the
directional switch.

NO: Normally open B to AB,
valve will close upon increase in signal/
power.

Note: To change reverse
the directional switch.
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GLOBE VALVES

Non-Spring Return Actuators

ACTUATOR PART # LVB24-3 LVB24-SR LVX24-MFT SVB24-3 SVB24-SR SVX24-MFT
Control type On/Off Proportional Proportional/MFT On/Off Proportional Proportional/MFT
Manual override • • • • • •
Running time 90 seconds 90 seconds 90 seconds 90 seconds 90 seconds 90 seconds
Noise level 55 dB(A) 55 dB(A) 55 dB(A) 45 dB(A) 45 dB(A) 45 dB(A)
ELECTRICAL CONNECTION:
3 ft cable, ½” conduit fi tting • • • • • •

Valve Nominal Size
Globe Valve

Model #
Cv

Rating Inches DN
mm

Close-off
psi

 G2… 2-WAY GLOBE VALVE WITH NON-SPRING RETURN ACTUATORS
G212 0.4 ½ 15 250 $720.00 $800.00 $850.00
G213 1.3 ½ 15 250 $723.00 $803.00 $853.00
G214 2.2 ½ 15 250 $725.00 $805.00 $855.00
G215 4.4 ½ 15 250 $728.00 $808.00 $858.00
G219 5.5 ¾ 20 211 $734.00 $814.00 $864.00
G220 7.5 ¾ 20 211 $740.00 $820.00 $870.00
G224 10 1 25 250 $804.00 $884.00 $934.00
G225 14 1 25 250 $812.00 $892.00 $942.00
G232 20 1¼ 32 236 $880.00 $960.00 $1,010.00
G240 28 1½ 40 159 $1,012.00 $1,092.00 $1,142.00
G250 40 2 50 85 $1,149.00 $1,229.00 $1,279.00

MULTI-FUNCTION TECHNOLOGY
PROGRAMMING CODES Control Input Running Time Built-in Feedback List Price

LI
NE

AR
 

AC
TU

AT
OR

G43 2-10 VDC 90 seconds 2-10 VDC No Charge
G53 0.5-10 VDC 90 seconds 0.5-10 VDC No Charge
W3M 0.02-5.00 seconds PWM 90 seconds 2-10 VDC No Charge
G13 Floating Point 90 seconds 2-10 VDC No Charge
G03 On/Off 90 seconds 2-10 VDC No Chargeg

Valve Specifi cations
Service chilled or hot water,

60% glycol, steam
Flow characteristic G2 - equal percentage
Action G2 stem up - open A to AB
Sizes ½”, ¾”, 1”, 1¼”, 1½”, 2”
End fi tting NPT female ends
Materials:

Body bronze
Seat bronze
Stem stainless steel
Packing spring loaded TFE
Disc composition
Plug brass

Media temp:   Water 20°F to 250°F (-7°C to +120°C)
Steam 20°F to 250°F (-7°C to +120°C)

Ambient temp 32°F to 122°F (0°C to 50°C)
Body pressure rating ANSI 250 (up to 400 psi below

150°F)
Maximum ΔP:
     Water 35 psi (241 kPa)
     Steam 20 psi (103 kPa)
Rangeability 5:1 (G212)

15:1 (G213)
25:1 (G214)
40:1 (G215)
50:1 (G219)
60:1 (G220, G224)
75:1 (all others)

Leakage G2 - ANSI V
Max steam inlet 35 psi (103 kPa)

G2 Series Globe Valves, LV, SV Series Non-Spring Return Actuators
2-way Valve with Bronze Trim, NPT Female Ends
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Non-Spring Return Actuators

ACTUATOR PART # LVB24-3 LVB24-SR LVX24-MFT SVB24-3 SVB24-SR SVX24-MFT
On/Off, Floating

Point Proportional Proportional/MFT On/Off, Floating
Point Proportional Proportional/MFT

Manual override • • • • • •
Running time 90 seconds 90 seconds 90 seconds 90 seconds 90 seconds 90 seconds
Noise level 55 dB(A) 55 dB(A) 55 dB(A) 45 dB(A) 45 dB(A) 45 dB(A)
ELECTRICAL CONNECTION:
3 ft cable, ½” conduit fi tting • • • • • •

Valve Nominal Size
Globe Valve

Model #
Cv

Rating Inches DN
mm

Close-off
psi

 G3… 3-WAY MIXING GLOBE VALVE WITH NON-SPRING RETURN ACTUATORS
G314 2.2 ½ 15 250 $767.00 $847.00 $897.00
G315 4.4 ½ 15 250 $770.00 $850.00 $900.00
G320 7.5 ¾ 20 211 $774.00 $854.00 $904.00
G325 14 1 25 250 $834.00 $914.00 $964.00
G332 20 1¼ 32 236 $914.00 $994.00 $1,044.00
G340 28 1½ 40 159 $1,216.00 $1,296.00 $1,346.00
G350 41 2 50 85 $1,346.00 $1,426.00 $1,476.00
 G3…D 3-WAY DIVERTING GLOBE VALVE WITH NON-SPRING RETURN ACTUATORS
G315D 4.4 ½ 15 250 $946.00 $1,026.00 $1,076.00
G320D 7.5 ¾ 20 250 $974.00 $1,054.00 $1,104.00
G325D 15 1 25 250 $1,109.00 $1,189.00 $1,239.00
G332D 20 1¼ 32 250 $1,401.00 $1,481.00 $1,531.00
G340D 28 1½ 40 250 $1,516.00 $1,596.00 $1,646.00
G350D 40 2 50 250 $2,477.00 $2,557.00 $2,607.00

MULTI-FUNCTION TECHNOLOGY
PROGRAMMING CODES Control Input Running Time Built-in Feedback List Price

LI
NE

AR
 

AC
TU

AT
OR

G43 2-10 VDC 90 seconds 2-10 VDC No Charge
G53 0.5-10 VDC 90 seconds 0.5-10 VDC No Charge
W3M 0.02-5.00 seconds PWM 90 seconds 2-10 VDC No Charge
G13 Floating Point 90 seconds 2-10 VDC No Charge
G03 On/Off 90 seconds 2-10 VDC No Chargeg

Valve Specifi cations
Service chilled or hot water, 60% glycol
Flow characteristic G3- linear
Action G3: stem up - open B to AB

G3D: stem up - open B to AB
Sizes ½”, ¾”, 1”, 1¼”, 1½”, 2”
End fi tting NPT female ends
Materials:

Body bronze
Seat bronze
Stem stainless steel
Packing spring loaded TFE
Disc
Plug

none
brass

Media temp:    Water 20°F to 250°F (-7°C to +120°C)
Ambient temp 32°F to 122°F (0°C to 50°C)
Body pressure rating ANSI 250

(up to 400 psi below 150°F)
Maximum ΔP:

Water 35 psi (241 kPa)
Rangeability 500:1
Leakage ANSI III

G3 Series Globe Valves, LV, SV Series Non-Spring Return Actuators
3-way Valve with Bronze Trim, Mixing and Diverting, NPT Female Ends
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GLOBE VALVES

Electronic Fail-Safe Actuators

FA
ACTUATOR PART # LVKB24-3 LVKB24-SR LVKX24-MFT SVKB24-3 SVKB24-SR SVKX24-MFT

Control type On/Off, Floating
Point Proportional Proportional/MFT On/Off, Floating

Point Proportional Proportional/MFT

Manual override • • • • • •

Running time
Motor 90 seconds 90 seconds 90 seconds 90 seconds 90 seconds 90 seconds
Fail-Safe 35 seconds 35 seconds 35 seconds 35 seconds 35 seconds 35 seconds

Noise level
Motor 55 dB(A) 55 dB(A) 55 dB(A) 45 dB(A) 45 dB(A) 45 dB(A)
Fail-Safe 60 dB(A) 60 dB(A) 60 dB(A) 60 dB(A) 60 dB(A) 60 dB(A)

ELECTRICAL CONNECTION:
3 ft cable, ½” conduit fi tting • • • • • •

Valve Nominal Size
Globe Valve 

Model #
Cv

Rating Inches DN
mm

Close-off
psi

 G2… 2-WAY GLOBE VALVE WITH ELECTRONIC FAIL-SAFE ACTUATORS
G212 0.4 ½ 15 250 $861.00 $931.00 $981.00
G213 1.3 ½ 15 250 $863.00 $933.00 $983.00
G214 2.2 ½ 15 250 $865.00 $935.00 $985.00
G215 4.4 ½ 15 250 $868.00 $938.00 $988.00
G219 5.5 ¾ 20 211 $918.00 $988.00 $1,038.00
G220 7.5 ¾ 20 211 $923.00 $993.00 $1,043.00
G224 10 1 25 250 $1,019.00 $1,089.00 $1,139.00
G225 14 1 25 250 $1,026.00 $1,096.00 $1,146.00
G232 20 1¼ 32 236 $1,131.00 $1,201.00 $1,251.00
G240 28 1½ 40 159 $1,204.00 $1,274.00 $1,324.00
G250 40 2 50 85 $1,414.00 $1,484.00 $1,534.00

MULTI-FUNCTION TECHNOLOGY
PROGRAMMING CODES Control Input Running Time Built-in Feedback List Price

LI
NE

AR
AC

TU
AT

OR

G43 2-10 VDC 90 seconds 2-10 VDC No Charge
G53 0.5-10 VDC 90 seconds 0.5-10 VDC No Charge
W3M 0.02-5.00 seconds PWM 90 seconds 2-10 VDC No Charge
G13 Floating Point 90 seconds 2-10 VDC No Charge
G03 On/Off 90 seconds 2-10 VDC No Chargeg

Valve Specifi cations
Service chilled or hot water,

60% glycol, steam
Flow characteristic G2 - equal percentage
Action G2 stem up - open A to AB
Sizes ½”, ¾”, 1”, 1¼”, 1½”, 2”
End fi tting NPT female ends
Materials:

Body bronze
Seat bronze
Stem stainless steel
Packing spring loaded TFE
Disc composition
Plug brass

Media Temp:  Water 20°F to 250°F (-7°C to +120°C)
Steam 20°F to 250°F (-7°C to +120°C)

Ambient Temp 32°F to 122°F (0°C to 50°C)
Body pressure rating ANSI 250

(up to 400 psi below 150°F)
Maximum ΔP:

Water 35 psi (241 kPa)
Steam 20 psi (103 kPa)

Rangeability 5:1 (G212)
15:1 (G213)
25:1 (G214)
40:1 (G215)
50:1 (G219)
60:1 (G220, G224)
75:1 (all others)

Leakage G2 - ANSI V
Max Steam Inlet 35 psi (103 kPa)

G2 Series Globe Valves, LVK, SVK Series Electronic Fail-Safe Actuators
2-way Valve with Bronze Trim, NPT Female Ends
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Electronic Fail-Safe Actuators

ACTUATOR PART # LVKB24-3 LVKB24-SR LVKX24-MFT SVKB24-3 SVKB24-SR SVKX24-MFT
On/Off, Floating

Point Proportional Proportional/MFT On/Off, Floating
Point Proportional Proportional/MFT

Manual override • • • • • •

Running time
Motor 90 seconds 90 seconds 90 seconds 90 seconds 90 seconds 90 seconds
Fail-Safe 35 seconds 35 seconds 35 seconds 35 seconds 35 seconds 35 seconds

Noise level
Motor 55 dB(A) 55 dB(A) 55 dB(A) 45 dB(A) 45 dB(A) 45 dB(A)
Fail-Safe 60 dB(A) 60 dB(A) 60 dB(A) 60 dB(A) 60 dB(A) 60 dB(A)

ELECTRICAL CONNECTION:
3 ft cable, ½” conduit fi tting • • • • • •

Valve Nominal Size
Globe Valve

Model #
Cv

Rating Inches DN
mm

Close-off
psi

 G3… 3-WAY MIXING GLOBE VALVE WITH ELECTRONIC FAIL-SAFE ACTUATORS
G314 2.2 ½ 15 250 $899.00 $969.00 $1,019.00
G315 4.4 ½ 15 250 $902.00 $972.00 $1,022.00
G320 7.5 ¾ 20 211 $945.00 $1,015.00 $1,065.00
G325 14 1 25 250 $1,055.00 $1,125.00 $1,175.00
G332 20 1¼ 32 236 $1,238.00 $1,308.00 $1,358.00
G340 28 1½ 40 159 $1,436.00 $1,506.00 $1,556.00
G350 41 2 50 85 $1,657.00 $1,727.00 $1,777.00
 G3…D 3-WAY DIVERTING GLOBE VALVE WITH ELECTRONIC FAIL-SAFE ACTUATORS
G315D 4.4 ½ 15 250 $1,108.00 $1,178.00 $1,228.00
G320D 7.5 ¾ 20 250 $1,139.00 $1,209.00 $1,259.00
G325D 15 1 25 250 $1,455.00 $1,525.00 $1,575.00
G332D 20 1¼ 32 250 $1,737.00 $1,807.00 $1,857.00
G340D 28 1½ 40 250 $1,866.00 $1,936.00 $1,986.00
G350D 40 2 50 250 $2,926.00 $2,996.00 $3,046.00

MULTI-FUNCTION TECHNOLOGY
PROGRAMMING CODES Control Input Running Time Built-in Feedback List Price

LI
NE

AR
 

AC
TU

AT
OR

G43 2-10 VDC 90 seconds 2-10 VDC No Charge
G53 0.5-10 VDC 90 seconds 0.5-10 VDC No Charge
W3M 0.02-5.00 seconds PWM 90 seconds 2-10 VDC No Charge
G13 Floating Point 90 seconds 2-10 VDC No Charge
G03 On/Off 90 seconds 2-10 VDC No Chargeg

Valve Specifi cations
Service chilled or hot water, 

60% glycol
Flow characteristic G3-linear
Action G3: stem up - open B to AB

G3D: stem up - open B to AB
Sizes ½”, ¾”, 1”, 1¼”, 1½”, 2”
End fi tting NPT female ends
Materials:

Body bronze
Seat bronze
Stem stainless steel
Packing spring loaded TFE
Disc
Plug

none
brass

Media temp:  Water 20°F to 250°F (-7°C to +120°C)
Ambient temp 32°F to 122°F (0°C to 50°C)
Body pressure rating ANSI 250

(up to 400 psi below 150°F)
Maximum ΔP:

Water 35 psi (241 kPa)
Rangeability 500:1
Leakage ANSI III

G3 Series Globe Valves, LVK, SVK Series Electronic Fail-Safe Actuators
3-way Valve with Bronze Trim, Mixing and Diverting, NPT Female Ends
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GLOBE VALVES

Non-Spring Return Actuators

ACTUATOR PART # LVB24-3 LVB24-SR LVX24-MFT SVB24-3 SVB24-SR SVX24-MFT

Control type On/Off, Floating
Point Proportional Proportional/MFT On/Off, Floating

Point Proportional Proportional/MFT

Manual override • • • • • •
Running time 90 seconds 90 seconds 90 seconds 90 seconds 90 seconds 90 seconds
Noise level 55 dB(A) 55 dB(A) 55 dB(A) 45 dB(A) 45 dB(A) 45 dB(A)
ELECTRICAL CONNECTION:
3 ft cable, ½” conduit fi tting • • • • • •

Valve Nominal Size
Globe Valve

Model #
Cv

Rating Inches DN
mm

Close-off
psi

 G2…S 2-WAY GLOBE VALVE WITH NON-SPRING RETURN ACTUATORS
G212S 0.4 ½ 15 250 $1,016.00 $1,096.00 $1,146.00
G213S 1.3 ½ 15 250 $1,018.00 $1,098.00 $1,148.00
G214S 2.2 ½ 15 250 $1,021.00 $1,101.00 $1,151.00
G215S 4.4 ½ 15 250 $1,023.00 $1,103.00 $1,153.00
G219S 5.5 ¾ 20 211 $1,124.00 $1,204.00 $1,254.00
G220S 7.5 ¾ 20 211 $1,129.00 $1,209.00 $1,259.00
G224S 10 1 25 250 $1,280.00 $1,360.00 $1,410.00
G225S 14 1 25 250 $1,286.00 $1,366.00 $1,416.00
G232S 20 1¼ 32 236 $1,529.00 $1,609.00 $1,659.00
G240S 28 1½ 40 159 $1,814.00 $1,894.00 $1,944.00
G250S 40 2 50 85 $2,022.00 $2,102.00 $2,152.00

MULTI-FUNCTION TECHNOLOGY
PROGRAMMING CODES Control Input Running Time Built-in Feedback List Price

LI
NE

AR
 

AC
TU

AT
OR

G43 2-10 VDC 90 seconds 2-10 VDC No Charge
G53 0.5-10 VDC 90 seconds 0.5-10 VDC No Charge
W3M 0.02-5.00 seconds PWM 90 seconds 2-10 VDC No Charge
G13 Floating Point 90 seconds 2-10 VDC No Charge
G03 On/Off 90 seconds 2-10 VDC No Chargeg

Valve Specifi cations
Service chilled or hot water,

60% glycol, steam
Flow characteristic G2S: linear
Action G2S: stem up - open A to AB
Sizes ½”, ¾”, 1”, 1¼”, 1½”, 2”
End fi tting NPT female ends
Materials:

Body bronze
Seat stainless steel
Stem stainless steel
Packing spring loaded TFE
Disc Tefl on®

Plug stainless steel
Media temp:   Water 20°F to 250°F (-7°C to +120°C)

Steam 20°F to 298°F (-7°C to +149°C)
Body pressure rating ANSI 250

(up to 400 psi below 150°F)

Maximum ΔP:
Water 35 psi (241 kPa)
Steam 35 psi (241 kPa)

Rangeability 5:1 (G212S)
15:1 (G213S)
25:1 (G214S)
40:1 (G215S)
50:1 (G219S)
60:1 (G220S, G224S)
75:1 (all others)

Leakage G2S - ANSI V
Max steam inlet 100 psi (345 kPa)

G2…S Series Globe Valves, LV, SV Series Non-Spring Return Actuators
2-way Valve with Stainless Steel Trim, NPT Female Ends
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Electronic Fail-Safe Actuators

ACTUATOR PART # LVKB24-3 LVKB24-SR LVKX24-MFT SVKB24-3 SVKB24-SR SVKX24-MFT

Control type On/Off, Floating
Point Proportional Proportional/MFT On/Off, Floating

Point Proportional Proportional/MFT

Manual override • • • • • •

Running time
Motor 90 seconds 90 seconds 90 seconds 90 seconds 90 seconds 90 seconds
Fail-Safe 35 seconds 35 seconds 35 seconds 35 seconds 35 seconds 35 seconds

Noise level Motor 55 dB(A) 55 dB(A) 55 dB(A) 45 dB(A) 45 dB(A) 45 dB(A)
Fail-Safe 60 dB(A) 60 dB(A) 60 dB(A) 60 dB(A) 60 dB(A) 60 dB(A)

ELECTRICAL CONNECTION:
3 ft cable, ½” conduit fi tting • • • • • •

Valve Nominal Size
Globe Valve

Model #
Cv

Rating Inches DN
mm

Close-off
psi

 G2…S 2-WAY GLOBE VALVE WITH ELECTRONIC FAIL-SAFE ACTUATORS
G212S 0.4 ½ 15 250 $1,159.00 $1,229.00 $1,279.00
G213S 1.3 ½ 15 250 $1,161.00 $1,231.00 $1,281.00
G214S 2.2 ½ 15 250 $1,163.00 $1,233.00 $1,283.00
G215S 4.4 ½ 15 250 $1,166.00 $1,236.00 $1,286.00
G219S 5.5 ¾ 20 211 $1,268.00 $1,338.00 $1,388.00
G220S 7.5 ¾ 20 211 $1,276.00 $1,346.00 $1,396.00
G224S 10 1 25 250 $1,516.00 $1,586.00 $1,636.00
G225S 14 1 25 250 $1,568.00 $1,638.00 $1,688.00
G232S 20 1¼ 32 236 $2,883.00 $2,953.00 $2,003.00
G240S 28 1½ 40 159 $2,195.00 $2,265.00 $2,315.00
G250S 40 2 50 85 $2,424.00 $2,494.00 $2,544.00

MULTI-FUNCTION TECHNOLOGY
PROGRAMMING CODES Control Input Running Time Built-in Feedback List Price

LI
NE

AR
AC

TU
AT

OR

G43 2-10 VDC 90 seconds 2-10 VDC No Charge
G53 0.5-10 VDC 90 seconds 0.5-10 VDC No Charge
W3M 0.02-5.00 seconds PWM 90 seconds 2-10 VDC No Charge
G13 Floating Point 90 seconds 2-10 VDC No Charge
G03 On/Off 90 seconds 2-10 VDC No Chargeg

Valve Specifi cations
Service chilled or hot water,

60% glycol, steam
Flow characteristic G2S: linear
Action G2S: stem up - open A to AB
Sizes ½”, ¾”, 1”, 1¼”, 1½”, 2”
End fi tting NPT female ends
Materials:

Body bronze
Seat stainless steel
Stem stainless steel
Packing spring loaded TFE
Disc Tefl on®

Plug stainless steel
Media Temp:   Water 20°F to 250°F (-7°C to +120°C)

Steam 20°F to 298°F (-7°C to +149°C)
Body pressure rating ANSI 250

(up to 400 psi below 150°F)
Maximum ΔP:

Water 35 psi (241 kPa)
Steam 35 psi (241 kPa)

Rangeability: 5:1 (G212S)
15:1 (G213S)
25:1 (G214S)
40:1 (G215S)
50:1 (G219S)
60:1 (G220S, G224S)
75:1 (all others)

Leakage G2S - ANSI V
Max Steam Inlet 100 psi (345 kPa)

G2…S Series Globe Valves, LVK, SVK Series Electronic Fail-Safe Actuators
2-way Valve with Stainless Steel Trim, NPT Female Ends
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GLOBE VALVES

Spring Return Actuators

ACTUATOR PART # LF24 US LF24-3 US LF24-SR US LF24-MFT US NFBUP-X1 NFB24-SR-X1 NFX24-MFT-X1
Control type On/Off Floating Point Proportional Proportional/MFT On/Off Proportional Proportional/MFT
Manual override • • •

Running time
Motor  <40 to 75

seconds 150 seconds 150 seconds 150 seconds
(variable) <75 seconds 95 seconds 150 seconds

(variable)

Spring <25 seconds <25 seconds <25 seconds <25 seconds <20 seconds <20 seconds <20 seconds

Noise level <50 dB(A) <30 dB(A) <30 dB(A) <30 dB(A) <50 dB(A) ≤40 dB(A) ≤40 dB(A)
ELECTRICAL CONNECTION:
3 ft cable, ½” conduit fi tting • • • • • • •
Globe Valve

Model #
Cv

Rating
Valve Nominal Size Close-off

psiInches DN (mm)
G2…2-WAY GLOBE VALVE WITH SPRING RETURN ACTUATORS
G212 0.4 ½ 15 250 $1,018.00 $1,088.00 $1,115.00 $1,176.00
G213 1.3 ½ 15 250 $1,020.00 $1,090.00 $1,118.00 $1,179.00
G214 2.2 ½ 15 250 $1,022.00 $1,095.00 $1,120.00 $1,181.00
G215 4.4 ½ 15 250 $1,024.00 $1,097.00 $1,122.00 $1,183.00
G219 5.5 ¾ 20 140 $1,050.00 $1,122.00 $1,147.00 $1,210.00
G220 7.5 ¾ 20 140 $1,052.00 $1,125.00 $1,152.00 $1,215.00
G224 10 1 25 220 $1,120.00 $1,223.00 $1,375.00
G225 14 1 25 220 $1,122.00 $1,225.00 $1,377.00
G232 20 1¼ 32 140 $1,206.00 $1,309.00 $1,463.00
G2…S 2-WAY GLOBE VALVE WITH SPRING RETURN ACTUATORS
G212S 0.4 ½ 15 210 $1,297.00 $1,334.00 $1,398.00 $1,461.00
G213S 1.3 ½ 15 210 $1,299.00 $1,336.00 $1,400.00 $1,463.00
G214S 2.2 ½ 15 210 $1,301.00 $1,338.00 $1,402.00 $1,466.00
G215S 4.4 ½ 15 210 $1,303.00 $1,340.00 $1,404.00 $1,468.00
G219S 5.5 ¾ 20 140 $1,336.00 $1,365.00 $1,615.00 $1,679.00
G220S 7.5 ¾ 20 140 $1,338.00 $1,367.00 $1,617.00 $1,681.00
G224S 10 1 25 220 $1,542.00 $1,653.00 $1,809.00
G225S 14 1 25 220 $1,544.00 $1,656.00 $1,811.00
G232S 20 1¼ 32 140 $1,844.00 $1,962.00 $2,115.00

MULTI-FUNCTION TECHNOLOGY
PROGRAMMING CODES Control Input Running Time Built-in Feedback List Price

LF
, N

F
DE

SC
RI

PT
IO

N

P-10001 A01 2-10 VDC 150 2-10 VDC No Charge
P-10002 A02 0-10 VDC 150 0-10 VDC No Charge
P-10028 A28 0-10 VDC 100 0-10 VDC No Charge
P-10063 A63 0.5-4.5 VDC 150 0.5-4.5 VDC No Charge
P-10064 A64 5.5-10 VDC 150 5.5-10 VDC No Charge
P-20002 W02 0.02-5.00 seconds PWM 150 2-10 VDC No Charge
P-20003 W03 0.10-25.5 seconds PWM 150 2-10 VDC No Charge
P-30001 F01 Floating Point 150 2-10 VDC No Charge
P-40002 J02 On/Off 150 2-10 VDC No Chargeg

Example: NFX24-MFT-X1 is the basic model.  Add the P… pre-set MFT confi guration number and list price to the actuator when ordering, as needed. 
All other MFT actuators use P-codes. Most popular confi gurations available at no additional cost.

G2… (S) Series Globe Valves, Spring Return Actuators
2-way Valve with Bronze Trim / Stainless Steel Trim

Visit www.belimo.us to see additional Spring Return options.s

Valve Specifi cations
Service chilled or hot water, 

60% glycol, steam
Flow characteristic G2 - equal percentage

G2S - linear
Action G2, G2S: stem up - open A to AB
Sizes ½”, ¾”, 1”, 1¼”
End fi tting NPT female ends
Materials:

Body
Seat
Stem
Packing
Disc
Plug

bronze
bronze (G2S is stainless steel)
stainless steel
spring loaded TFE
composition (G2…S = Tefl on®)
brass (G2S is stainless steel)

Media temp:     Water 20°F to 250°F (-7°C to +120°C)
up to 300°F (149°C) on G2...S

Steam 20°F to 280°F (-7°C to 138°C)
20°F to 338°F (-7°C to 170°C)

Ambient temp 32°F to 122°F (0°C to 50°C)
Body pressure rating ANSI 250 (up to 400 psi below

150°F)
Maximum ΔP:  Water 35 psi (241 kPa)
                        Steam 20 psi (138 kPa)  (G2)

35 psi (241 kPa) (G2...S)
Rangeability 5:1 (G212(S))

15:1 (G213(S))
25:1 (G214(S))
40:1 (G215(S))
50:1 (G219(S))
60:1 (G224(S), G225(S))
75:1 (all others)

Leakage G2(S) - ANSI V
Max Steam Inlet    G2 35 psi (241 kPa)
                            G2S 100 psi (690 kPa)
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G2… (S) Series Globe Valves, Spring Return Actuators
2-way Valve with Bronze Trim / Stainless Steel Trim

Spring Return Actuators

ACTUATOR PART # AFBUP-X1 AFB24-SR-X1 AFX24-MFT-X1
Control type On/Off Proportional Proportional/MFT
Manual override • • •

Running time
Motor <75 seconds 95 seconds 150 seconds

(variable with MFT)
Spring <20 seconds <20 seconds <20 seconds

Noise level <45 dB(A) <45 dB(A) <40 dB(A)
ELECTRICAL CONNECTION:
3 ft cable, ½” conduit fi tting • • •
Globe Valve

Model #
Cv

Rating
Valve Nominal Size Close-off

psiInches DN (mm)
G2…2-WAY GLOBE VALVE WITH SPRING RETURN ACTUATORS
G240 28 1½ 40 210 $1,572.00 $1,636.00 $1,700.00
G250 40 2 50 120 $1,630.00 $1,755.00 $1,760.00
G2…S 2-WAY GLOBE VALVE WITH SPRING RETURN ACTUATORS
G240S 28 1½ 40 210 $2,405.00 $2,471.00 $2,535.00
G250S 40 2 50 120 $2,596.00 $2,662.00 $2,723.00

MULTI-FUNCTION TECHNOLOGY
PROGRAMMING CODES Control Input Running Time Built-in Feedback List Price

AF
DE

SC
RI

PT
IO

N

P-10001 A01 2-10 VDC 150 2-10 VDC No Charge
P-10002 A02 0-10 VDC 150 0-10 VDC No Charge
P-10028 A28 0-10 VDC 100 0-10 VDC No Charge
P-10063 A63 0.5-4.5 VDC 150 0.5-4.5 VDC No Charge
P-10064 A64 5.5-10 VDC 150 5.5-10 VDC No Charge
P-20002 W02 0.02-5.00 seconds PWM 150 2-10 VDC No Charge
P-20003 W03 0.10-25.5 seconds PWM 150 2-10 VDC No Charge
P-30001 F01 Floating Point 150 2-10 VDC No Charge
P-40002 J02 On/Off 150 2-10 VDC No Chargeg

Example: AFX24-MFT-X1 is the basic model.  Add the P… pre-set MFT confi guration number and list price to the actuator when ordering, as needed. 
All other MFT actuators use P-codes. Most popular confi gurations available at no additional cost.

Visit www.belimo.us to see additional Spring Return options.s

Valve Specifi cations
Service chilled or hot water, 

60% glycol, steam
Flow characteristic G2 - equal percentage

G2S - linear
Action G2, G2S: stem up - open A to AB
Sizes 1½”, 2”
End fi tting NPT female ends
Materials:

Body
Seat
Stem
Packing
Disc
Plug

bronze
bronze (G2S is stainless steel)
stainless steel
spring loaded TFE
composition (G2…S = Tefl on®)
brass (G2S is stainless steel)

Media temp:     Water 20°F to 250°F (-7°C to +120°C)
up to 300°F (149°C) on G2...S

 Steam 20°F to 280°F (-7°C to +138°C)
20°F to 338°F (-7°C to +170°C)

Ambient temp 32°F to 122°F (0°C to 50°C)
Body pressure rating ANSI 250 (up to 400 psi below

150°F)
Maximum ΔP:
                        Water 35 psi (241 kPa)
                        Steam 20 psi (138 kPa)  (G2)

35 psi (241 kPa) (G2...S)
Rangeability 75:1
Leakage G2(S) - ANSI V
Max steam inlet   G2 35 psi (241 kPa)
                           G2S 100 psi (690 kPa)

O6
70

01
 - 

04
/1

3 
- S

ub
je

ct
 to

 c
ha

ng
e.

 ©
 B

el
im

o 
Ai

rc
on

tro
ls

 (U
SA

), 
In

c.



800-543-9038 USA 866-805-7089 CANADA 203-791-8396 LATIN AMERICA/CARIBBEAN

14-15

GLOBE VALVES

Spring Return Actuators

ACTUATOR PART # LF24 US LF24-3 US LF24-SR US LF24-MFT US NFBUP-X1 NFB24-SR-X1 NFX24-MFT-X1
Control type On/Off Floating Point Proportional Proportional/MFT On/Off Proportional Proportional/MFT
Manual override • • •

Running time
Motor <40 to 75 

seconds 150 seconds 150 seconds 150 seconds <75 seconds 95 seconds 150 seconds 

Spring <25 seconds <25 seconds <25 seconds <25 seconds <20 seconds <20 seconds <20 seconds
Noise level <50 dB(A) <30 dB(A) <30 dB(A) <30 dB(A) <50 dB(A) <40 dB(A) <40 dB(A)
ELECTRICAL CONNECTION:
3 ft cable, ½” conduit fi tting • • • • • • •
Globe Valve

Model #
Cv

Rating
Valve Nominal Size Close-off

psiInches DN (mm)
G3… 3-WAY MIXING GLOBE VALVE WITH SPRING RETURN ACTUATORS
G314 2.2 ½ 15 210 $1,024.00 $1,097.00 $1,120.00 $1,181.00
G315 4.4 ½ 15 210 $1,026.00 $1,099.00 $1,122.00 $1,183.00
G320 7.5 ¾ 20 140 $1,029.00 $1,102.00 $1,125.00 $1,186.00
G325 14 1 25 220 $981.00 $1,188.00 $1,365.00
G332 20 1¼ 32 140 $1,074.00 $1,280.00 $1,461.00
G3…D 3-WAY DIVERTING GLOBE VALVE WITH SPRING RETURN ACTUATORS
G315D 4.4 ½ 15 250 $1,195.00 $1,268.00 $1,291.00 $1,354.00
G320D 7.5 ¾ 20 250 $1,217.00 $1,289.00 $1,311.00 $1,375.00
G325D 14 1 25 250 $1,251.00 $1,457.00 $1,638.00
G332D 20 1¼ 32 250 $1,610.00 $1,819.00 $2,005.00

MULTI-FUNCTION TECHNOLOGY
PROGRAMMING CODES Control Input Running Time Built-in Feedback List Price

LF
, N

F,
 A

F
DE

SC
RI

PT
IO

N

P-10001 A01 2-10 VDC 150 2-10 VDC No Charge
P-10002 A02 0-10 VDC 150 0-10 VDC No Charge
P-10028 A28 0-10 VDC 100 0-10 VDC No Charge
P-10063 A63 0.5-4.5 VDC 150 0.5-4.5 VDC No Charge
P-10064 A64 5.5-10 VDC 150 5.5-10 VDC No Charge
P-20002 W02 0.02-5.00 seconds PWM 150 2-10 VDC No Charge
P-20003 W03 0.10-25.5 seconds PWM 150 2-10 VDC No Charge
P-30001 F01 Floating Point 150 2-10 VDC No Charge
P-40002 J02 On/Off 150 2-10 VDC No Chargeg

Example: NFX24-MFT-X1 is the basic model.  Add the P… pre-set MFT confi guration number and list price to the actuator when ordering, as needed. 
All other MFT actuators use P-codes. Most popular confi gurations available at no additional cost.

Valve Specifi cations
Service chilled or hot water,

60% glycol
Flow characteristic G3(D): linear
Action G3: stem up - open B to AB

G3D: stem up - open B to AB
Sizes ½”, ¾”, 1”, 1¼”
End fi tting NPT female ends
Materials:

Body bronze
Seat bronze
Stem stainless steel
Packing spring loaded TFE
Disc
Plug

none
brass

Media temp:   Water 20°F to 250°F (-7°C to +120°C)
Ambient temp 32°F to 122°F (0°C to 50°C)
Body pressure rating ANSI 250

(up to 400 psi below 150°F)
Maximum ΔP:

Water 35 psi (241 kPa)
Rangeability 500:1
Leakage ANSI III

G3...(D) Series Globe Valves, Spring Return Actuators
3-way Valve with Bronze Trim, Mixing and Diverting, NPT Female Ends

Visit www.belimo.us to see additional Spring Return options.s
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Spring Return Actuators

ACTUATOR PART # AFBUP-X1 AFB24-SR-X1 AFX24-MFT-X1
Control type On/Off Proportional Proportional/MFT
Manual override • • •

Running time
Motor <75 seconds 95 seconds 150 seconds 
Spring <20 seconds <20 seconds <20 seconds

Noise level <45 dB(A) <45 dB(A) <40 dB(A)
ELECTRICAL CONNECTION:
3 ft cable, ½” conduit fi tting • • •
Globe Valve

Model #
Cv

Rating
Valve Nominal Size Close-off

psiInches DN (mm)
G3… 3-WAY MIXING GLOBE VALVE WITH SPRING RETURN ACTUATORS
G340 28 1½ 40 210 $1,728.00 $1,790.00 $1,852.00
G350 41 2 50 120 $1,856.00 $1,934.00 $1,981.00
G3…D 3-WAY DIVERTING GLOBE VALVE WITH SPRING RETURN ACTUATORS
G340D 28 1½ 40 250 $2,103.00 $2,169.00 $2,228.00
G350D 40 2 50 250 $2,968.00 $3,032.00 $3,091.00

MULTI-FUNCTION TECHNOLOGY
PROGRAMMING CODES Control Input Running Time Built-in Feedback List Price

AF
DE

SC
RI

PT
IO

N

P-10001 A01 2-10 VDC 150 2-10 VDC No Charge
P-10002 A02 0-10 VDC 150 0-10 VDC No Charge
P-10028 A28 0-10 VDC 100 0-10 VDC No Charge
P-10063 A63 0.5-4.5 VDC 150 0.5-4.5 VDC No Charge
P-10064 A64 5.5-10 VDC 150 5.5-10 VDC No Charge
P-20002 W02 0.02-5.00 seconds PWM 150 2-10 VDC No Charge
P-20003 W03 0.10-25.5 seconds PWM 150 2-10 VDC No Charge
P-30001 F01 Floating Point 150 2-10 VDC No Charge
P-40002 J02 On/Off 150 2-10 VDC No Chargeg

Example: AFX24-MFT-X1 is the basic model.  Add the P… pre-set MFT confi guration number and list price to the actuator when ordering, as needed. 
All other MFT actuators use P-codes. Most popular confi gurations available at no additional cost.

Valve Specifi cations
Service chilled or hot water,

60% glycol
Flow characteristic G3(D): linear
Action G3: stem up - open B to AB

G3D: stem up - open B to AB
Sizes 1½”, 2”
End fi tting NPT female ends
Materials:

Body bronze
Seat bronze
Stem stainless steel
Packing spring loaded TFE
Disc
Plug

none
brass

Media temp:    Water 20°F to 250°F (-7°C to +120°C)
Ambient temp 32°F to 122°F (0°C to 50°C)
Body pressure rating ANSI 250

(up to 400 psi below 150°F)
Maximum ΔP:

Water 35 psi (241 kPa)
Rangeability 500:1
Leakage ANSI III

G3...(D) Series Globe Valves, Spring Return Actuators
3-way Valve with Bronze Trim, Mixing and Diverting, NPT Female Ends

Visit www.belimo.us to see additional Spring Return options.s
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GLOBE VALVES

Non-Spring Return Actuators

ACTUATOR PART # EVB24-3 EVB24-SR EVX24-MFT
Control type On/Off, Floating Point Proportional Proportional/MFT
Manual override • • •
Running time 90 seconds 90 seconds 90 seconds
Noise level 65 db(A) 65 db(A) 65 db(A)
ELECTRICAL CONNECTION:
3 ft, cable, ½” conduit fi tting • • •

Valve Nominal Size
Globe Valve

Model #
Cv

Rating Inches Flanged
Type

Close-Off
ANSI III

 G6…C 2-WAY GLOBE VALVE WITH NON-SPRING RETURN ACTUATORS
G665C 65 2½ ANSI 125 140 $2,449.00 $2,529.00 $2,579.00
G680C 90 3 ANSI 125 140 $2,719.00 $2,799.00 $2,849.00
G6100C 170 4 ANSI 125 140 $3,426.00 $3,506.00 $3,556.00
G6125C 263 5 ANSI 125 140 $5,089.00 $5,169.00 $5,219.00
G6150C 344 6 ANSI 125 140 $5,540.00 $5,620.00 $5,670.00

MULTI-FUNCTION TECHNOLOGY
PROGRAMMING CODES Control Input Running Time Built-in Feedback List Price

LI
NE

AR
AC

TU
AT

OR

G43 2-10 VDC 90 seconds 2-10 VDC No Charge
G53 0.5-10 VDC 90 seconds 0.5-10 VDC No Charge
W3M 0.02-5.00 seconds PWM 90 seconds 2-10 VDC No Charge
G13 Floating Point 90 seconds 2-10 VDC No Charge
G03 On/Off 90 seconds 2-10 VDC No Chargeg

Valve Specifi cations
Service chilled or hot water, 60% glycol, steam
Flow characteristic equal percentage
Action stem up - open A to AB
Sizes 2½”, 3”, 4”, 5”, 6”
End fi tting 125 lb fl anged
Materials:

Body iron
Seat bronze
Stem stainless steel
Packing NLP
Plug bronze

Media temp:    Water 32°F to 300°F (0°C to 149°C)
                       Steam 32°F to 280°F (0°C to 138°C)
Body pressure rating ANSI 125
Maximum ΔP:

Water 25 psi (172 kPa)
Steam 15 psi (103 kPa)

Rangeability 50:1
Leakage Class III
Max Water Inlet 150 psi (1034 kPa) @ 250°F
Max Steam Inlet 35 psi (241 kPa)

Rangeability

G6...C Series Flanged Globe Valve, Non-Spring Return Actuators
2-way Pressure Compensated Valve with Bronze Trim – ANSI 125 Flanged
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Spring Return Actuators

ACTUATOR PART # AFBUP-X1 AFX24-MFT-X1 2*AFBUP-X1 2*AFX24-MFT-X1
Control type On/Off Proportional/MFT On/Off Proportional/MFT
Manual override • • • •

Running time
Motor  <75 seconds 150 seconds  <75 seconds 150 seconds
Spring <20 seconds <20 seconds <20 seconds <20 seconds

Noise level <45 dB(A) <40 dB(A) <45 dB(A) <40 dB(A)
ELECTRICAL CONNECTION:
3 ft, cable, ½” conduit fi tting • • • •

Valve Nominal Size

Globe Valve
Model #

Cv
Rating IN Flanged

Type

Close-Off

ANSI III

 G6…C 2-WAY GLOBE VALVE WITH SPRING RETURN ACTUATORS
G665C 65 2½ ANSI 125 140 $2,762.00 $2,900.00
G680C 90 3 ANSI 125 140 $3,027.00 $3,165.00
G6100C 170 4 ANSI 125 140 $3,813.00 $3,905.00
G6125C 263 5 ANSI 125 140 $5,330.00 $5,473.00
G6150C 344 6 ANSI 125 140 $5,884.00 $5,926.00

MULTI-FUNCTION TECHNOLOGY
PROGRAMMING CODES Control Input Running Time Built-in Feedback List Price

AF
DE

SC
RI

PT
IO

N

P-10001 A01 2-10 VDC 150 2-10 VDC No Charge
P-10002 A02 0-10 VDC 150 0-10 VDC No Charge
P-10028 A28 0-10 VDC 100 0-10 VDC No Charge
P-10063 A63 0.5-4.5 VDC 150 0.5-4.5 VDC No Charge
P-10064 A64 5.5-10 VDC 150 5.5-10 VDC No Charge
P-20002 W02 0.02-5.00 seconds PWM 150 2-10 VDC No Charge
P-20003 W03 0.10-25.5 seconds PWM 150 2-10 VDC No Charge
P-30001 F01 Floating Point 150 2-10 VDC No Charge
P-40002 J02 On/Off 150 2-10 VDC No Chargeg

Example: AFX24-MFT-X1 is the basic model.  Add the P… pre-set MFT confi guration number and list price to the actuator when ordering, as needed. 
All other MFT actuators use P-codes. Most popular confi gurations available at no additional cost.
2*designates tandem.

G6…C Series Flanged Globe Valve, Spring Return Actuators
2-way Pressure Compensated Valve with Bronze Trim– ANSI 125 Flanged

Valve Specifi cations
Service chilled or hot water, 60% glycol, steam
Flow characteristic equal percentage
Action stem up - open A to AB
Sizes 2½”, 3”, 4”, 5”, 6”
End fi tting 125 lb fl anged
Materials:

Body iron
Seat bronze
Stem stainless steel
Packing NLP
Plug bronze

Media Temp:    Water 32°F to 300°F (0°C to 149°C)
                        Steam 32°F to 280°F (0°C to 138°C)
Body pressure rating ANSI 125
Maximum ΔP:

Water 25 psi (172 kPa)
Steam 15 psi (103 kPa)

Rangeability 85:1 (G665C)
91:1 (G680C)
98:1 (G6100C)
100:1 (G6125C)
98:1 (G6150C)

Leakage Class III
Max water inlet 150 psi (1034 kPa) @ 250°F
Max steam inlet 35 psi (241 kPa)

Visit www.belimo.us to see additional Spring Return options.s
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GLOBE VALVES

Electronic Fail-Safe Actuators

ACTUATOR PART # AVKB24-3 AVKX24-MFT
Control type On/Off, Floating Point Proportional/MFT
Manual override • •

Running time
Motor 90 seconds 90 seconds
Fail-Safe 30 seconds 30 seconds

Noise level
Motor 60 dB(A) 60 dB(A)
Fail-Safe 60 dB(A) 60 dB(A)

ELECTRICAL CONNECTION:
3 ft, cable, ½” conduit fi tting • •

Valve Nominal Size
Globe Valve 

Model #
Cv

Rating Inches Flanged
Type

Close-Off
ANSI III

 G6…C 2-WAY GLOBE VALVE WITH ELECTRONIC FAIL-SAFE ACTUATORS
G665C 65 2½ ANSI 125 140 $2,629.00 $2,759.00
G680C 90 3 ANSI 125 140 $2,908.00 $3,038.00
G6100C 170 4 ANSI 125 140 $3,711.00 $3,841.00
G6125C 263 5 ANSI 125 140 $4,976.00 $5,106.00
G6150C 344 6 ANSI 125 140 $5,763.00 $5,893.00

MULTI-FUNCTION TECHNOLOGY
PROGRAMMING CODES Control Input Running Time Built-in Feedback List Price

LI
NE

AR
 

AC
TU

AT
OR

G43 2-10 VDC 90 seconds 2-10 VDC No Charge
G53 0.5-10 VDC 90 seconds 0.5-10 VDC No Charge
W3M 0.02-5.00 seconds PWM 90 seconds 2-10 VDC No Charge
G13 Floating Point 90 seconds 2-10 VDC No Charge
G03 On/Off 90 seconds 2-10 VDC No Chargeg

G6...C Series Flanged Globe Valve, Electronic Fail-Safe Actuators
2-way Pressure Compensated Valve with Bronze Trim – ANSI 125 Flanged

Valve Specifi cations
Service chilled or hot water, 60% glycol, steam
Flow characteristic equal percentage
Action stem up - open A to AB
Sizes 2½”, 3”, 4”, 5”, 6”
End fi tting 125 lb fl anged
Materials:

Body iron
Seat bronze
Stem stainless steel
Packing NLP
Plug bronze

Media temp:    Water 32°F to 300°F (0°C to 149°C)
                        Steam 32°F to 280°F (0°C to 138°C)
Body pressure rating ANSI 125
Maximum ΔP:

Water 25 psi (172 kPa)
Steam 15 psi (103 kPa)

Rangeability 98:1 (G6100C)
100:1 (G6125C)
98:1 (G6150C)

Leakage Class III
Max water inlet 150 psi (1034 kPa) @ 250°F
Max steam inlet 35 psi (241 kPa)

Rangeability
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G6…CS Series Flanged Globe Valve, Non-Spring Return Actuators
2-way Pressure Compensated Valve with Stainless Steel Trim– ANSI 125 Flanged

Non-Spring Return Actuators

ACTUATOR PART # EVB24-3 EVB24-SR EVX24-MFT
Control type On/Off, Floating Point Proportional Proportional/MFT
Manual override • • •
Running time 90 seconds 90 seconds 90 seconds
Noise level 65 dB(A) 65 dB(A) 65 dB(A)
ELECTRICAL CONNECTION:
3 ft, cable, ½” conduit fi tting • • •

Valve Nominal Size
Globe Valve

Model #
Cv

Rating Inches Flanged
Type

Close-Off
ANSI III

G6…CS 2-WAY GLOBE VALVE WITH NON-SPRING RETURN ACTUATORS
G665CS 65 2½ ANSI 125 125 $3,497.00 $3,577.00 $3,627.00
G680CS 90 3 ANSI 125 125 $4,073.00 $4,153.00 $4,203.00
G6100CS 170 4 ANSI 125 125 $5,454.00 $5,534.00 $5,584.00
G6125CS 263 5 ANSI 125 125 $7,240.00 $7,320.00 $7,370.00
G6150CS 344 6 ANSI 125 125 $7,723.00 $7,803.00 $7,853.00

MULTI-FUNCTION TECHNOLOGY
PROGRAMMING CODES Control Input Running Time Built-in Feedback List Price

LI
NE

AR
 

AC
TU

AT
OR

G43 2-10 VDC 90 seconds 2-10 VDC No Charge
G53 0.5-10 VDC 90 seconds 0.5-10 VDC No Charge
W3M 0.02-5.00 seconds PWM 90 seconds 2-10 VDC No Charge
G13 Floating Point 90 seconds 2-10 VDC No Charge
G03 On/Off 90 seconds 2-10 VDC No Chargeg

Valve Specifi cations
Service chilled or hot water, 60% glycol, steam
Flow characteristic equal percentage
Action stem up - open A to AB
Sizes 2½”, 3”, 4”, 5”, 6”
End fi tting 125 lb fl anged
Materials:

Body iron
Seat stainless steel
Stem stainless steel
Packing TFE V-ring
Plug stainless steel

Media temp:    Water 32°F to 400°F (0°C to 204°C)
Steam 32°F to 338°F (0°C to 170°C)

Body pressure rating ANSI 125
Maximum ΔP:

Water 50 psi (345 kPa)
Steam 50 psi (345 kPa)

Rangeability 85:1 (G665CS)
91:1 (G680CS)
98:1 (G6100CS)
100:1 (G6125CS)
98:1 (G6150CS)

Leakage Class III
Max water inlet 150 psi (1034 kPa) @ 250°F
Max steam inlet 100 psi (680 kPa)
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GLOBE VALVES

G6…LCS Series Flanged Globe Valve, Non-Spring Return Actuators
2-way Pressure Compensated Valve with Stainless Steel Trim– ANSI 125 Flanged

Non-Spring Return Actuators

ACTUATOR PART # EVB24-3 EVB24-SR EVX24-MFT
Control type On/Off, Floating Point Proportional Proportional/MFT
Manual override • • •
Running time 90 seconds 90 seconds 90 seconds
Noise level 65 dB(A) 65 dB(A) 65 dB(A)
ELECTRICAL CONNECTION:
3 ft, cable, ½” conduit fi tting • • •

Valve Nominal Size
Globe Valve

Model #
Cv

Rating Inches Flanged
Type

Close-Off
ANSI III

G6…LCS 2-WAY GLOBE VALVE WITH NON-SPRING RETURN ACTUATORS
G665LCS 65 2½ ANSI 125 125 $3,537.00 $3,617.00 $3,667.00
G680LCS 90 3 ANSI 125 125 $4,163.00 $4,243.00 $4,293.00
G6100LCS 170 4 ANSI 125 125 $5,544.00 $5,624.00 $5,674.00
G6125LCS 263 5 ANSI 125 125 $7,100.00 $7,180.00 $7,230.00
G6150LCS 344 6 ANSI 125 125 $7,673.00 $7,753.00 $7,803.00

MULTI-FUNCTION TECHNOLOGY
PROGRAMMING CODES Control Input Running Time Built-in Feedback List Price

LI
NE

AR
AC

TU
AT

OR

G43 2-10 VDC 90 seconds 2-10 VDC No Charge
G53 0.5-10 VDC 90 seconds 0.5-10 VDC No Charge
W3M 0.02-5.00 seconds PWM 90 seconds 2-10 VDC No Charge
G13 Floating Point 90 seconds 2-10 VDC No Charge
G03 On/Off 90 seconds 2-10 VDC No Chargeg

Valve Specifi cations
Service chilled or hot water, 60% glycol, steam
Flow characteristic linear
Action stem up - open A to AB
Sizes 2½”, 3”, 4”, 5”, 6”
End fi tting 125 lb fl anged
Materials:

Body iron
Seat stainless steel
Stem stainless steel
Packing TFE V-ring
Plug stainless steel

Media temp:    Water 32°F to 400°F (0°C to 204°C)
Steam 32°F to 338°F (0°C to 170°C)

Body pressure rating ANSI 125
Maximum ΔP:

Water 50 psi (345 kPa)
Steam 50 psi (345 kPa)

Rangeability 85:1 (G665LCS)
91:1 (G680LCS)
98:1 (G6100LCS)
100:1 (G6125LCS)
98:1 (G6150LCS)

Leakage Class III
Max water inlet 150 psi (1034 kPa) @ 250°F
Max steam inlet 100 psi (680 kPa)
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Spring Return Actuators

ACTUATOR PART # AFBUP-X1 AFX24-MFT-X1 2*AFBUP-X1 2*AFX24-MFT-X1
Control type On/Off Proportional/MFT On/Off Proportional/MFT
Manual override • • • •
Running time Motor  <75 seconds 150 seconds  <75 seconds 150 seconds

Spring <20 seconds <20 seconds <20 seconds <20 seconds
Noise level <45 dB(A) <40 dB(A) <45 dB(A) <40 dB(A)
ELECTRICAL CONNECTION:
3 ft, cable, ½” conduit fi tting • • • •

Valve Nominal Size
Globe Valve

Model
Cv

Rating Inches Flanged
Type

Close-Off
ANSI III

G6…CS 2-WAY GLOBE VALVE WITH SPRING RETURN ACTUATORS
G665CS 65 2½ ANSI 125 125 $3,800.00 $3,919.00
G680CS 90 3 ANSI 125 85 $4,372.00 $4,491.00
G6100CS 170 4 ANSI 125 125 $5,843.00 $6,048.00
G6125CS 263 5 ANSI 125 120 $7,916.00 $7,999.00
G6150CS 344 6 ANSI 125 120 $8,166.00 $8,370.00

MULTI-FUNCTION TECHNOLOGY
PROGRAMMING CODES Control Input Running Time Built-in Feedback List Price

AF
DE

SC
RI

PT
IO

N

P-10001 A01 2-10 VDC 150 2-10 VDC No Charge
P-10002 A02 0-10 VDC 150 0-10 VDC No Charge
P-10028 A28 0-10 VDC 100 0-10 VDC No Charge
P-10063 A63 0.5-4.5 VDC 150 0.5-4.5 VDC No Charge
P-10064 A64 5.5-10 VDC 150 5.5-10 VDC No Charge
P-20002 W02 0.02-5.00 seconds PWM 150 2-10 VDC No Charge
P-20003 W03 0.10-25.5 seconds PWM 150 2-10 VDC No Charge
P-30001 F01 Floating Point 150 2-10 VDC No Charge
P-40002 J02 On/Off 150 2-10 VDC No Chargeg

Example: AFX24-MFT-X1 is the basic model.  Add the P… pre-set MFT confi guration number and list price to the actuator when ordering, as needed. 
All other MFT actuators use P-codes. Most popular confi gurations available at no additional cost.
2* designates tandem.

G6...CS Series Flanged Globe Valve, Spring Return Actuators
2-way Pressure Compensated Valve with Stainless Steel Trim – ANSI 125 Flanged

Visit www.belimo.us to see additional Spring Return options.s

Valve Specifi cations
Service chilled or hot water, 60% glycol, steam
Flow characteristic equal percentage
Action stem up - open A to AB
Sizes 2½”, 3”, 4”, 5”, 6”
End fi tting 125 lb fl anged
Materials:

Body iron
Seat stainless steel
Stem stainless steel
Packing TFE V-ring
Plug stainless steel

Media temp:    Water 32°F to 400°F (0°C to 204°C)
Steam 32°F to 338°F (0°C to 170°C)

Body pressure rating ANSI 125
Maximum ΔP:

Water 50 psi (345 kPa)
Steam 50 psi (345 kPa)

Rangeability 85:1 (G665CS)
91:1 (G680CS)
98:1 (G6100CS)
100:1 (G6125CS)
98:1 (G6150CS)

Leakage Class III
Max water inlet 150 psi (1034 kPa) @ 250°F
Max steam inlet 100 psi (680 kPa)
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GLOBE VALVES

Electronic Fail-Safe Actuators

ACTUATOR PART # AVKB24-3 AVKX24-MFT
Control type On/Off, Floating Point Proportional/MFT
Manual override • •

Running time
Motor 90 seconds 90 seconds
Fail-Safe 35 seconds 35 seconds

Noise level
Motor 60 dB(A) 60 dB(A)
Fail-Safe 60 dB(A) 60 dB(A)

ELECTRICAL CONNECTION:
3 ft, cable, ½” conduit fi tting • •

Valve Nominal Size
Globe Valve 

Model
Cv

Rating Inches Flanged
Type

Close-Off
ANSI III

G6…CS 2-WAY GLOBE VALVE WITH ELECTRONIC FAIL-SAFE ACTUATORS
G665CS 65 2½ ANSI 125 125 $3,633.00 $3,713.00
G680CS 90 3 ANSI 125 125 $4,280.00 $4,360.00
G6100CS 170 4 ANSI 125 125 $5,593.00 $5,673.00
G6125CS 263 5 ANSI 125 125 $7,836.00 $7,916.00
G6150CS 344 6 ANSI 125 125 $7,848.00 $7,928.00

MULTI-FUNCTION TECHNOLOGY
PROGRAMMING CODES Control Input Running Time Built-in Feedback List Price

LI
NE

AR
AC

TU
AT

OR

G43 2-10 VDC 90 seconds 2-10 VDC No Charge
G53 0.5-10 VDC 90 seconds 0.5-10 VDC No Charge
W3M 0.02-5.00 seconds PWM 90 seconds 2-10 VDC No Charge
G13 Floating Point 90 seconds 2-10 VDC No Charge
G03 On/Off 90 seconds 2-10 VDC No Chargeg

G6...CS Series Flanged Globe Valve, Electronic Fail-Safe Actuators
2-way Pressure Compensated Valve with Stainless Steel Trim – ANSI 125 Flanged

Valve Specifi cations
Service chilled or hot water, 60% glycol, steam
Flow characteristic equal percentage
Action stem up - open A to AB
Sizes 2½”, 3”, 4”, 5”, 6”
End fi tting 125 lb fl anged
Materials:

Body iron
Seat stainless steel
Stem stainless steel
Packing TFE V-ring
Plug stainless steel

Media temp:   Water 32°F to 400°F (0°C to 204°C)
Steam 32°F to 338°F (0°C to 170°C)

Body pressure rating ANSI 125
Maximum ΔP:

Water 50 psi (345 kPa)
Steam 50 psi (345 kPa)

Rangeability 98:1 (G6100CS)
100:1 (G6125CS)
98:1 (G6150CS)

Leakage Class III
Max water inlet 150 psi (1034 kPa) @ 250°F
Max steam inlet 100 psi (680 kPa)
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Spring Return Actuators

ACTUATOR PART # AFBUP-X1 AFX24-MFT-X1 2*AFBUP-X1 2*AFX24-MFT-X1
Control type On/Off Proportional/MFT On/Off Proportional/MFT

Manual override • • • •

Running time
Motor  <75 seconds 150 seconds  <75 seconds 150 seconds

Spring <20 seconds <20 seconds <20 seconds <20 seconds

Noise level <45 dB(A) <40 dB(A) <45 dB(A) <40 dB(A)

ELECTRICAL CONNECTION:

3 ft, cable, ½” conduit fi tting • • • •
Valve Nominal Size

Globe Valve
Model

Cv
Rating Inches Flanged

Type
Close-Off
ANSI III

G6…LCS 2-WAY GLOBE VALVE WITH SPRING RETURN ACTUATORS
G665LCS 65 2½ ANSI 125 125 $3,890.00 $3,990.00
G680LCS 90 3 ANSI 125 125 $4,462.00 $4,552.00
G6100LCS 170 4 ANSI 125 125 $5,933.00 $6,138.00
G6125LCS 263 5 ANSI 125 125 $8,006.00 $8,089.00
G6150LCS 344 6 ANSI 125 125 $8,256.00 $8,460.00

MULTI-FUNCTION TECHNOLOGY
PROGRAMMING CODES Control Input Running Time Built-in Feedback List Price

AF
DE

SC
RI

PT
IO

N

P-10001 A01 2-10 VDC 150 2-10 VDC No Charge
P-10002 A02 0-10 VDC 150 0-10 VDC No Charge
P-10028 A28 0-10 VDC 100 0-10 VDC No Charge
P-10063 A63 0.5-4.5 VDC 150 0.5-4.5 VDC No Charge
P-10064 A64 5.5-10 VDC 150 5.5-10 VDC No Charge
P-20002 W02 0.02-5.00 seconds PWM 150 2-10 VDC No Charge
P-20003 W03 0.10-25.5 seconds PWM 150 2-10 VDC No Charge
P-30001 F01 Floating Point 150 2-10 VDC No Charge
P-40002 J02 On/Off 150 2-10 VDC No Chargeg

Example: AFX24-MFT-X1 is the basic model.  Add the P… pre-set MFT confi guration number and list price to the actuator when ordering, as needed. 
All other MFT actuators use P-codes. Most popular confi gurations available at no additional cost.
2* designates tandem.

G6...LCS Series Flanged Globe Valve, Spring Return Actuators
2-way Pressure Compensated Valve with Stainless Steel Trim – ANSI 125 Flanged

Visit www.belimo.us to see additional Spring Return options.s

Valve Specifi cations
Service chilled or hot water, 60% glycol, steam
Flow characteristic linear
Action stem up - open A to AB
Sizes 2½”, 3”, 4”, 5”, 6”
End fi tting 125 lb fl anged
Materials:

Body iron
Seat stainless steel
Stem stainless steel
Packing TFE V-ring
Plug stainless steel

Media temp:    Water 32°F to 400°F (0°C to 204°C)
Steam 32°F to 338°F (0°C to 170°C)

Body pressure rating ANSI 125
Maximum ΔP:

Water 50 psi (345 kPa)
Steam 50 psi (345 kPa)

Rangeability 85:1 (G665LCS)
91:1 (G680LCS)
98:1 (G6100LCS)
100:1 (G6125LCS)
98:1 (G6150LCS)

Leakage Class III
Max water inlet 150 psi (1034 kPa) @ 250°F
Max steam inlet 100 psi (680 kPa)
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GLOBE VALVES

Electronic Fail-Safe Actuators

ACTUATOR PART # AVKB24-3 AVKX24-MFT
Control type On/Off, Floating Point Proportional/MFT

Manual override • •

Running time
Motor 90 seconds 90 seconds

Fail-Safe 35 seconds 35 seconds

Noise level
Motor 60 dB(A) 60 dB(A)

Fail-Safe 60 dB(A) 60 dB(A)

ELECTRICAL CONNECTION:

3 ft, cable, ½” conduit fi tting • •
Valve Nominal Size

Globe Valve 
Model

Cv
Rating Inches Flanged

Type
Close-Off
ANSI III

G6…LCS 2-WAY GLOBE VALVE WITH ELECTRONIC FAIL-SAFE ACTUATORS
G665LCS 65 2½ ANSI 125 125 $3,633.00 $3,713.00
G680LCS 90 3 ANSI 125 125 $4,169.00 $4,249.00
G6100LCS 170 4 ANSI 125 125 $5,593.00 $5,673.00
G6125LCS 263 5 ANSI 125 125 $7,836.00 $7,916.00
G6150LCS 344 6 ANSI 125 125 $7,848.00 $7,928.00

MULTI-FUNCTION TECHNOLOGY
PROGRAMMING CODES Control Input Running Time Built-in Feedback List Price

LI
NE

AR
AC

TU
AT

OR

G43 2-10 VDC 90 seconds 2-10 VDC No Charge
G53 0.5-10 VDC 90 seconds 0.5-10 VDC No Charge
W3M 0.02-5.00 seconds PWM 90 seconds 2-10 VDC No Charge
G13 Floating Point 90 seconds 2-10 VDC No Charge
G03 On/Off 90 seconds 2-10 VDC No Chargeg

G6...LCS Series Flanged Globe Valve, Electronic Fail-Safe Actuators
2-way Pressure Compensated Valve with Stainless Steel Trim – ANSI 125 Flanged

Valve Specifi cations
Service chilled or hot water, 60% glycol, steam
Flow characteristic linear
Action stem up - open A to AB
Sizes 2½”, 3”, 4”, 5”, 6”
End fi tting 125 lb fl anged
Materials:

Body iron
Seat stainless steel
Stem stainless steel
Packing TFE V-ring
Plug stainless steel

Media temp:    Water 32°F to 400°F (0°C to 204°C)
Steam 32°F to 338°F (0°C to 170°C)

Body pressure rating ANSI 125
Maximum ΔP:

Water 50 psi (345 kPa)
Steam 50 psi (345 kPa)

Rangeability 98:1 (G6100LCS)
100:1 (G6125LCS)
98:1 (G6150LCS)

Leakage Class III
Max water inlet 150 psi (1034 kPa) @ 250°F
Max steam inlet 100 psi (680 kPa)
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Non-Spring Return Actuators

ACTUATOR PART # EVB24-3 EVB24-SR EVX24-MFT
Control type On/Off, Floating Point Proportional Proportional/MFT
Manual override • • •
Running time 90 seconds 90 seconds 90 seconds
Noise level 65 dB(A) 65 dB(A) 65 dB(A)
ELECTRICAL CONNECTION:
3 ft, cable, ½” conduit fi tting • • •

Valve Nominal Size
Globe Valve

Model #
Cv

Rating Inches Flanged
Type

Close-Off
ANSI III

G6…-250 2-WAY GLOBE VALVE WITH NON-SPRING RETURN ACTUATORS
G665C-250 65 2½ ANSI 250 310 $2,452.00 $2,532.00 $2,582.00
G680C-250 90 3 ANSI 250 310 $2,867.00 $2,947.00 $2,997.00
G6100C-250 170 4 ANSI 250 310 $3,776.00 $3,856.00 $3,906.00
G6125C-250 263 5 ANSI 250 310 $5,356.00 $5,436.00 $5,486.00
G6150C-250 344 6 ANSI 250 244 $5,597.00 $5,677.00 $5,727.00

MULTI-FUNCTION TECHNOLOGY
PROGRAMMING CODES Control Input Running Time Built-in Feedback List Price

LI
NE

AR
 

AC
TU

AT
OR

G43 2-10 VDC 90 seconds 2-10 VDC No Charge
G53 0.5-10 VDC 90 seconds 0.5-10 VDC No Charge
W3M 0.02-5.00 seconds PWM 90 seconds 2-10 VDC No Charge
G13 Floating Point 90 seconds 2-10 VDC No Charge
G03 On/Off 90 seconds 2-10 VDC No Chargeg

G6…-250 Series Flanged Globe Valve, Non-Spring Return Actuators
2-way Valve with Bronze Trim – ANSI 250 Flanged

Valve Specifi cations
Service chilled or hot water, 60% glycol, steam
Flow characteristic equal percentage
Action stem up - open A to AB
Sizes 2½”, 3”, 4”, 5”, 6”
End fi tting 250 lb fl anged
Materials:

Body iron
Seat bronze
Stem stainless steel
Packing NLP
Plug bronze

Media Temp:  Water
Steam

32°F to 350°F (0°C to 176°C)
32°F to 280°F (0°C to 138°C)

Body pressure rating ANSI 250
Maximum ΔP:

Water 25 psi (172 kPa)
Steam 15 psi (103 kPa)

Rangeability 50:1
Leakage Class III
Max water inlet 250 psi (1724 kPa) @ 350°F
Max steam inlet 35 psi (241 kPa)
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GLOBE VALVES

Valve Specifi cations
Service chilled or hot water, 60% glycol, steam
Flow characteristic equal percentage
Action stem up - open A to AB
Sizes 2½”, 3”
End fi tting 250 lb fl anged
Materials:

Body iron
Seat bronze
Stem stainless steel
Packing NLP
Plug bronze

Media Temp:  Water
Steam

32°F to 350°F (0°C to 176°C)
32°F to 280°F (0°C to 138°C)

Body pressure rating ANSI 250
Maximum ΔP:

Water 25 psi (172 kPa)
Steam 15 psi (103 kPa)

Rangeability 50:1
Leakage Class III
Max water inlet 250 psi (1724 kPa) @ 350°F
Max steam inlet 35 psi (241 kPa)

Spring Return Actuators

ACTUATOR PART # AFBUP-X1 AFX24-MFT-X1 2*AFBUP-X1 2*AFX24-MFT
Control type On/Off Proportional/MFT On/Off Proportional/MFT
Manual override • • • •

Running time
Motor  <75 seconds  150 seconds  <75 seconds 150 seconds
Spring <20 seconds <20 seconds <20 seconds <20 seconds

Noise level <45 dB(A) <40 dB(A) <45 dB(A) <45 dB(A)
ELECTRICAL CONNECTION:
3 ft, cable, ½” conduit fi tting • • • •

Valve Nominal Size
Globe Valve 

Model #
Cv

Rating Inches Flanged
Type

Close-Off
ANSI III

G6…-250 2-WAY GLOBE VALVE WITH SPRING RETURN ACTUATORS
G665C-250 65 2½ ANSI 250 310 $2,820.00 $2,944.00
G665C-250 65 2½ ANSI 250 310 $4,155.00 $4,335.00
G680C-250 90 3 ANSI 250 280 $3,152.00 $3,250.00
G680C-250 90 3 ANSI 250 310 $6,916.00 $7,096.00

MULTI-FUNCTION TECHNOLOGY
PROGRAMMING CODES Control Input Running Time Built-in Feedback List Price

AF
 D

ES
CR

IP
TI

ON

P-10001 A01 2-10 VDC 150 2-10 VDC No Charge
P-10002 A02 0-10 VDC 150 0-10 VDC No Charge
P-10028 A28 0-10 VDC 100 0-10 VDC No Charge
P-10063 A63 0.5-4.5 VDC 150 0.5-4.5 VDC No Charge
P-10064 A64 5.5-10 VDC 150 5.5-10 VDC No Charge
P-20002 W02 0.02-5.00 seconds PWM 150 2-10 VDC No Charge
P-20003 W03 0.10-25.5 seconds PWM 150 2-10 VDC No Charge
P-30001 F01 Floating Point 150 2-10 VDC No Charge
P-40002 J02 On/Off 150 2-10 VDC No Charge

Example: AFX24-MFT-X1 is the basic model.  Add the P… pre-set MFT confi guration number and list price to the actuator when ordering, as needed.
Most popular confi gurations available at no additional cost.
2* designates tandem.

G6…-250 Series Flanged Globe Valve, Spring Return Actuators
2-way Valve with Bronze Trim – ANSI 250 Flanged

Visit www.belimo.us to see additional Spring Return options.s

O6
70

01
 - 

04
/1

3 
- S

ub
je

ct
 to

 c
ha

ng
e.

 ©
 B

el
im

o 
Ai

rc
on

tro
ls

 (U
SA

), 
In

c.



800-543-9038 USA 866-805-7089 CANADA 203-791-8396 LATIN AMERICA/CARIBBEAN

14-28

GL
OB

E 
VA

LV
ES

Electronic Fail-Safe Actuators

ACTUATOR PART # AVKB24-3 AVKX24-MFT
Control type On/Off, Floating Point Proportional/MFT
Manual override • •

Running time
Motor 90 seconds 90 seconds
Fail-Safe 35 seconds 35 seconds

Noise level
Motor 60 dB(A) 60 dB(A)
Fail-Safe 60 dB(A) 60 dB(A)

ELECTRICAL CONNECTION:
3 ft, cable, ½” conduit fi tting • •

Valve Nominal Size
Globe Valve

Model #
Cv

Rating Inches Flanged
Type

Close-Off
ANSI III

G6…-250 2-WAY GLOBE VALVE WITH ELECTRONIC FAIL-SAFE ACTUATORS
G665C-250 65 2½ ANSI 250 310 $2,627.00 $2,757.00
G680C-250 90 3 ANSI 250 310 $2,970.00 $3,100.00
G6100C-250 170 4 ANSI 250 310 $4,345.00 $4,475.00
G6125C-250 263 5 ANSI 250 232 $5,459.00 $5,589.00
G6150C-250 344 6 ANSI 250 150 $7,159.00 $7,289.00

MULTI-FUNCTION TECHNOLOGY
PROGRAMMING CODES Control Input Running Time Built-in Feedback List Price

LI
NE

AR
 

AC
TU

AT
OR

G43 2-10 VDC 90 seconds 2-10 VDC No Charge
G53 0.5-10 VDC 90 seconds 0.5-10 VDC No Charge
W3M 0.02-5.00 seconds PWM 90 seconds 2-10 VDC No Charge
G13 Floating Point 90 seconds 2-10 VDC No Charge
G03 On/Off 90 seconds 2-10 VDC No Chargeg

G6…-250 Series Flanged Globe Valve, Electronic Fail-Safe Actuators
2-way Valve with Bronze Trim – ANSI 250 Flanged

Valve Specifi cations
Service chilled or hot water, 60% glycol, steam
Flow characteristic equal percentage
Action stem up - Open A to AB
Sizes 2½”, 3”, 4”, 5”, 6”
End fi tting 250 lb fl anged
Materials:

Body iron
Seat bronze
Stem stainless steel
Packing NLP
Plug bronze

Media Temp:  Water
Steam

32°F to 350°F (0°C to 176°C)
32°F to 280°F (0°C to 138°C)

Body pressure rating ANSI 250
Maximum ΔP:

Water 25 psi (172 kPa)
Steam 15 psi (103 kPa)

Rangeability 50:1
Leakage Class III
Max water inlet 250 psi (1724 kPa) @ 350°F
Max steam inlet 35 psi (241 kPa)
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GLOBE VALVES

Non-Spring Return Actuators

ACTUATOR PART # EVB24-3 EVB24-SR EVX24-MFT
Control type On/Off, Floating Point Proportional Proportional/MFT
Manual override • • •
Running time 90 seconds 90 seconds 90 seconds
Noise level 65 dB(A) 65 dB(A) 65 dB(A)
ELECTRICAL CONNECTION:
3 ft, cable, ½” conduit fi tting • • •

Valve Nominal Size
Globe Valve

Model #
Cv

Rating Inches Flanged
Type

Close-Off
ANSI III

G6…S-250 2-WAY GLOBE VALVE WITH NON-SPRING RETURN ACTUATORS
G665CS-250 65 2½ ANSI 250 250 $3,921.00 $4,001.00 $4,051.00
G680CS-250 90 3 ANSI 250 250 $4,198.00 $4,278.00 $4,328.00
G6100CS-250 170 4 ANSI 250 250 $5,721.00 $5,801.00 $5,851.00
G6125CS-250 263 5 ANSI 250 250 $8,021.00 $8,101.00 $8,151.00
G6150CS-250 344 6 ANSI 250 244 $10,121.00 $10,201.00 $10,251.00

MULTI-FUNCTION TECHNOLOGY
PROGRAMMING CODES Control Input Running Time Built-in Feedback List Price

LI
NE

AR
AC

TU
AT

OR

G43 2-10 VDC 90 seconds 2-10 VDC No Charge
G53 0.5-10 VDC 90 seconds 0.5-10 VDC No Charge
W3M 0.02-5.00 seconds PWM 90 seconds 2-10 VDC No Charge
G13 Floating Point 90 seconds 2-10 VDC No Charge
G03 On/Off 90 seconds 2-10 VDC No Chargeg

G6…S-250 Series Flanged Globe Valve, Non-Spring Return Actuators
2-way Valve with Stainless Steel Trim – ANSI 250 Flanged

Valve Specifi cations
Service chilled or hot water, 60% glycol, steam
Flow characteristic equal percentage
Action stem up - open A to AB
Sizes 2½”, 3”, 4”, 5”, 6”
End fi tting 250 lb fl anged
Materials:

Body iron
Seat stainless steel
Stem stainless steel
Packing TFE V-ring
Plug stainless steel

Media Temp:  Water
Steam

32°F to 400°F (0°C to 204°C)
32°F to 338°F (0°C to 170°C)

Body pressure rating ANSI 250
Maximum ΔP

Water 50 psi (345 kPa)
Steam 50 psi (345 kPa)

Rangeability 50:1
Leakage Class III
Max water inlet 250 psi (1724 kPa) @ 350°F
Rangeability 50:1
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Spring Return Actuators

ACTUATOR PART # AFBUP-X1 AFX24-MFT-X1 2*AFBUP-X1 2*AFX24-MFT-X1
Control type On/Off Proportional/MFT On/Off Proportional/MFT
Manual override • • • •

Running time
Motor  <75 seconds  150 seconds <75 seconds  150 seconds
Spring <20 seconds <20 seconds <20 seconds <20 seconds

Noise level <45 dB(A) <40 dB(A) <45 dB(A) <40 dB(A)
ELECTRICAL CONNECTION:
3 ft, cable, ½” conduit fi tting • • • •

Valve Nominal Size
Globe Valve

Model #
Cv

Rating IN Flanged
Type

Close-Off
ANSI III

G6…CS-250 2-WAY GLOBE VALVE WITH SPRING RETURN ACTUATORS
G665CS-250 65 2½ ANSI 250 250 $3,161.00 $3,762.00
G665CS-250 65 2½ ANSI 250 250 $4,292.00 $4,627.00
G680CS-250 90 3 ANSI 250 250 $3,656.00 $4,256.00
G680CS-250 90 3 ANSI 250 250 $4,786.00 $5,121.00

MULTI-FUNCTION TECHNOLOGY
PROGRAMMING CODES Control Input Running Time Built-in Feedback List Price

AF
 D

ES
CR

IP
TI

ON

P-10001 A01 2-10 VDC 150 2-10 VDC No Charge
P-10002 A02 0-10 VDC 150 0-10 VDC No Charge
P-10028 A28 0-10 VDC 100 0-10 VDC No Charge
P-10063 A63 0.5-4.5 VDC 150 0.5-4.5 VDC No Charge
P-10064 A64 5.5-10 VDC 150 5.5-10 VDC No Charge
P-20002 W02 0.02-5.00 seconds PWM 150 2-10 VDC No Charge
P-20003 W03 0.10-25.5 seconds PWM 150 2-10 VDC No Charge
P-30001 F01 Floating Point 150 2-10 VDC No Charge
P-40002 J02 On/Off 150 2-10 VDC No Chargeg

Example: AFX24-MFT-X1 is the basic model.  Add the P… pre-set MFT confi guration number and list price to the actuator when ordering, as needed. 
Most popular confi gurations available at no additional cost.
2* designates tandem.

Valve Specifi cations
Service chilled or hot water, 60% glycol, steam
Flow characteristic equal percentage
Action stem up - open A to AB
Sizes 2½”, 3”
End fi tting 250 lb fl anged
Materials:

Body iron
Seat stainless steel
Stem stainless steel
Packing TFE V-ring
Plug stainless steel

Media Temp:  Water
Steam

32°F to 400°F (0°C to 204°C)
32°F to 338°F (0°C to 170°C)

Body pressure rating ANSI 250
Maximum ΔP:

Water 50 psi (345 kPa)
Steam 50 psi (345 kPa)

Rangeability 50:1
Leakage Class III
Max water inlet 250 psi (1724 kPa) @ 350°F
Max steam inlet 100 psi (680 kPa)
Rangeability 50:1

G6…CS-250 Series Flanged Globe Valve, Spring Return Actuators
2-way Valve with Stainless Steel Trim – ANSI 250 Flanged

Visit www.belimo.us to see additional Spring Return options.s
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GLOBE VALVES

Electronic Fail-Safe Actuators

ACTUATOR PART # AVKB24-3 AVKX24-MFT 2*GKX24-MFT-X1
Control type On/Off, Floating Point Proportional/MFT Proportional/MFT
Manual override • • •

Running time
Motor 90 seconds 90 seconds 150 seconds
Fail-Safe 35 seconds 35 seconds 35 seconds

Noise level
Motor 60 dB(A) 60 dB(A) <45 dB(A)
Fail-Safe 60 dB(A) 60 dB(A)

ELECTRICAL CONNECTION:
3 ft, cable, ½” conduit fi tting • • •

Valve Nominal Size
Globe Valve

Model #
Cv

Rating Inches Flanged
Type

Close-Off
ANSI III

G6…S-250 2-WAY GLOBE VALVE WITH ELECTRONIC FAIL-SAFE ACTUATORS
G665CS-250 65 2½ ANSI 250 250 $4,273.00 $4,403.00
G680CS-250 90 3 ANSI 250 250 $4,837.00 $4,967.00
G6100CS-250 170 4 ANSI 250 250 $6,226.00 $6,356.00
G6125CS-250 263 5 ANSI 250 232 $8,566.00 $8,696.00
G6150CS-250 344 6 ANSI 250 150 (GK 250)( ) $11,357.00 $11,487.00 $12,187.00

MULTI-FUNCTION TECHNOLOGY
PROGRAMMING CODES Control Input Running Time Built-in Feedback List Price

GK
 D

ES
CR

IP
TI

ON

P-10001 A01 2-10 VDC 150 2-10 VDC No Charge
P-10002 A02 0-10 VDC 150 0-10 VDC No Charge
P-10028 A28 0-10 VDC 100 0-10 VDC No Charge
P-10063 A63 0.5-4.5 VDC 150 0.5-4.5 VDC No Charge
P-10064 A64 5.5-10 VDC 150 5.5-10 VDC No Charge
P-20002 W02 0.02-5.00 seconds PWM 150 2-10 VDC No Charge
P-20003 W03 0.10-25.5 seconds PWM 150 2-10 VDC No Charge
P-30001 F01 Floating Point 150 2-10 VDC No Charge
P-40002 J02 On/Off 150 2-10 VDC No Chargeg

Most popular confi gurations available at no additional cost.
2* designates tandem.

MULTI-FUNCTION TECHNOLOGY
PROGRAMMING CODES Control Input Running Time Built-in Feedback List Price

LI
NE

AR
 

AC
TU

AT
OR

G43 2-10 VDC 90 seconds 2-10 VDC No Charge
G53 0.5-10 VDC 90 seconds 0.5-10 VDC No Charge
W3M 0.02-5.00 seconds PWM 90 seconds 2-10 VDC No Charge
G13 Floating Point 90 seconds 2-10 VDC No Charge
G03 On/Off 90 seconds 2-10 VDC No Chargeg

G6…S-250 Series Flanged Globe Valve, Electronic Fail-Safe Actuators
2-way Valve with Stainless Steel Trim – ANSI 250 Flanged

Valve Specifi cations
Service chilled or hot water, 60% glycol, steam
Flow characteristic equal percentage
Action stem up - open A to AB
Sizes 2½”, 3”, 4”, 5”, 6”
End fi tting 250 lb fl anged
Materials:

Body iron
Seat stainless steel
Stem stainless steel
Packing TFE V-ring
Plug stainless steel

Media Temp:  Water
Steam

32°F to 300°F (0°C to 204°C)
32°F to 338°F (0°C to 170°C)

Body pressure rating ANSI 250
Maximum ΔP:

Water 50 psi (345 kPa)
Steam 50 psi (345 kPa)

Rangeability 50:1
Leakage Class III
Max water inlet 250 psi (1724 kPa) @ 350°F
Max steam inlet 100 psi (680 kPa)
Rangeability 50:1
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Non-Spring Return Actuators

ACTUATOR PART # EVB24-3 EVB24-SR EVX24-MFT RVB24-3 RVX24-MFT
Control type On/Off, Floating Point Proportional Proportional/MFT On/Off, Floating Point Proportional/MFT
Manual override • • • • •
Running time 90 seconds 90 seconds 90 seconds 90 seconds 90 seconds
Noise level 65 dB(A) 65 dB(A) 65 dB(A) 65 dB(A) 65 dB(A)
ELECTRICAL CONNECTION:
3 ft cable, ½” conduit fi tting • • • • •

Valve Nominal Size
Globe Valve

Model #
Cv

Rating Inches Flanged
Type

Close-off
ANSI III

G7…3-WAY MIXING FLANGED GLOBE VALVE WITH NON-SPRING RETURN ACTUATORS
G765 68 2½ ANSI 125 94 $2,472.00 $2,552.00 $3,002.00
G780 91 3 ANSI 125 63 $2,697.00 $2,777.00 $3,017.00
G7100 190 4 ANSI 125 33 $3,347.00 $3,427.00 $3,477.00
G765 68 2½ ANSI 125 125 $3,200.00 $3,330.00
G780 91 3 ANSI 125 125 $3,417.00 $3,547.00
G7100 190 4 ANSI 125 68 $3,937.00 $4,067.00
G7125 280 5 ANSI 125 42 $5,728.00 $5,858.00
G7150 340 6 ANSI 125 28 $6,386.00 $6,516.00
G7…D 3-WAY DIVERTING FLANGED GLOBE VALVE WITH NON-SPRING RETURN ACTUATORS
G765D 68 2½ ANSI 125 140 $4,749.00 $4,829.00 $4,879.00
G780D 85 3 ANSI 125 140 $5,348.00 $5,428.00 $5,478.00
G7100D 154 4 ANSI 125 140 $6,205.00 $6,285.00 $6,335.00
G7125D 195 5 ANSI 125 140 $8,298.00 $8,378.00 $8,328.00
G7150D 248 6 ANSI 125 175 $10,433.00 $10,513.00 $10,563.00

MULTI-FUNCTION TECHNOLOGY
PROGRAMMING CODES Control Input Running Time Built-in Feedback List Price

LI
NE

AR
 

AC
TU

AT
OR

G43 2-10 VDC 90 seconds 2-10 VDC No Charge
G53 0.5-10 VDC 90 seconds 0.5-10 VDC No Charge
W3M 0.02-5.00 seconds PWM 90 seconds 2-10 VDC No Charge
G13 Floating Point 90 seconds 2-10 VDC No Charge
G03 On/Off 90 seconds 2-10 VDC No Chargeg

G7...(D) Series Flanged Globe Valve, Non-Spring Return Actuators
3-way Valve with Bronze Trim - ANSI 125 Flanged, Mixing and Diverting

Valve Specifi cations
Service chilled or hot water, 60% glycol
Flow characteristic linear
Action mixing: stem up - open B to AB

diverting: stem up - open AB to B
Sizes 2½”, 3”, 4”, 5”, 6”
End fi tting 125 lb. fl anged
Materials:

Body iron
Seat bronze
Stem stainless steel
Packing NLP
Plug bronze

Media temp:
Water
G7 32°F to 300°F (0°C to 149°C)
G7D (2½-5”) 32°F to 300°F (0°C to 149°C)
G7D (6”-8”) 32°F to 150°F (0°C to 65°C)

Body pressure rating ANSI 125
Maximum ΔP:

Water 25 psi (172 kPa)
Rangeability 50:1
Leakage Class III
Max Water Inlet 150 psi (1034 kPa) @ 250°F
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GLOBE VALVES

Spring Return Actuators

ACTUATOR PART # AFBUP-X1 AFX24-MFT-X1 2*AFBUP-X1 2*AFX24-MFT-X1
Control type On/Off Proportional/MFT On/Off Proportional/MFT
Manual override • • • •

Running time
Motor  <75 seconds  150 seconds  <75 seconds  150 seconds
Spring <20 seconds <20 seconds <20 seconds <20 seconds

Noise level <45 dB(A) <40 dB(A) <45 dB(A) <40 dB(A)
ELECTRICAL CONNECTION:
3 ft cable, ½” conduit fi tting • • • •

Valve Nominal Size
Globe Valve

Model #
Cv

Rating Inches Flanged
Type

Close-off
ANSI III

G7… 3-WAY MIXING FLANGED GLOBE VALVE WITH SPRING RETURN ACTUATORS
G765 68 2½ ANSI 125 65 $2,335.00 $2,456.00
G765 68 2½ ANSI 125 100 $3,000.00 $3,227.00
G780 91 3 ANSI 125 25 $2,550.00 $2,676.00
G780 91 3 ANSI 125 45 $3,217.00 $3,468.00
G7100 190 4 ANSI 125 15 $3,959.00 $4,006.00
G7…D 3-WAY DIVERTING FLANGED GLOBE VALVE WITH SPRING RETURN ACTUATORS
G765D 68 2½ ANSI 125 140 $4,695.00 $4,833.00
G780D 85 3 ANSI 125 140 $5,281.00 $5,405.00
G7100D 154 4 ANSI 125 140 $6,078.00 $6,223.00
G7125D 195 5 ANSI 125 140 $8,449.00 $8,725.00
G7150D 248 6 ANSI 125 140 $10,879.00 $11,201.00

MULTI-FUNCTION TECHNOLOGY
PROGRAMMING CODES Control Input Running Time Built-in Feedback List Price

AF
 D

ES
CR

IP
TI

ON

P-10001 A01 2-10 VDC 150 2-10 VDC No Charge
P-10002 A02 0-10 VDC 150 0-10 VDC No Charge
P-10028 A28 0-10 VDC 100 0-10 VDC No Charge
P-10063 A63 0.5-4.5 VDC 150 0.5-4.5 VDC No Charge
P-10064 A64 5.5-10 VDC 150 5.5-10 VDC No Charge
P-20002 W02 0.02-5.00 seconds PWM 150 2-10 VDC No Charge
P-20003 W03 0.10-25.5 seconds PWM 150 2-10 VDC No Charge
P-30001 F01 Floating Point 150 2-10 VDC No Charge
P-40002 J02 On/Off 150 2-10 VDC No Chargeg

Example: AFX24-MFT-X1 is the basic model.  Add the P… pre-set MFT confi guration number and list price to the actuator when ordering, as needed. 
All other MFT actuators use P-codes. Most popular confi gurations available at no additional cost.
2* designates tandem.

G7...(D) Series Flanged Globe Valve, Spring Return Actuators
3-way Valve with Bronze Trim - ANSI 125 Flanged, Mixing and Diverting

Visit www.belimo.us to see additional Spring Return options.s

Valve Specifi cations
Service chilled or hot water, 60% glycol
Flow characteristic linear
Action mixing: stem up - open B to AB

diverting: stem up - open AB to B
Sizes 2½”, 3”, 4”, 5”, 6”
End fi tting 125 lb. fl anged
Materials:

Body iron
Seat bronze
Stem stainless steel
Packing NLP
Plug bronze

Media temp:
Water
G7 32°F to 300°F (0°C to 149°C)
G7D (2½-5”) 32°F to 300°F (0°C to 149°C)
G7D (6”-8”) 32°F to 150°F (0°C to 65°C)

Body pressure rating ANSI 125
Maximum ΔP:

Water 25 psi (172 kPa)
Rangeability 50:1
Leakage Class III
Max water inlet 150 psi (1034 kPa) @ 250°F
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Electronic Fail-Safe Actuators

ACTUATOR PART # AVKB24-3 AVKX24-MFT 2*GKX24-MFT-X1
Control type On/Off, Floating Point Proportional/MFT Proportional/MFT
Manual override • • •

Running time
Motor 90 seconds 90 seconds 150 seconds
Fail-Safe 35 seconds 35 seconds 35 seconds

Noise level
Motor 60 dB(A) 60 dB(A) <45 dB(A)
Fail-Safe 60 dB(A) 60 dB(A)

ELECTRICAL CONNECTION:
3 ft cable, ½” conduit fi tting • • •

Valve Nominal Size
Globe Valve

Model #
Cv

Rating Inches Flanged
Type

Close-off
ANSI III

G7…3-WAY MIXING FLANGED GLOBE VALVE WITH ELECTRONIC FAIL-SAFE ACTUATORS
G765 68 2½ ANSI 125 71 $2,492.00 $2,622.00
G780 91 3 ANSI 125 47 $2,546.00 $2,676.00
G765 68 2½ ANSI 125 125 $5,077.00
G780 91 3 ANSI 125 125 $5,317.00
G7100 190 4 ANSI 125 37 $5,871.00
G7125 280 5 ANSI 125 22 $7,660.00
G7150 340 6 ANSI 125 14 $8,320.00
G7…D 3-WAY DIVERTING FLANGED GLOBE VALVE WITH ELECTRONIC FAIL-SAFE ACTUATORS
G765D 68 2½ ANSI 125 140 $4,703.00 $4,833.00
G780D 85 3 ANSI 125 140 $5,275.00 $5,405.00
G7100D 154 4 ANSI 125 140 $5,912.00 $6,042.00
G7125D 195 5 ANSI 125 140 $8,341.00 $8,471.00
G7150D 248 6 ANSI 125 175 $10,745.00 $10,875.00

MULTI-FUNCTION TECHNOLOGY
PROGRAMMING CODES Control Input Running Time Built-in Feedback List Price

GK
 D

ES
CR

IP
TI

ON

P-10001 A01 2-10 VDC 150 2-10 VDC No Charge
P-10002 A02 0-10 VDC 150 0-10 VDC No Charge
P-10028 A28 0-10 VDC 100 0-10 VDC No Charge
P-10063 A63 0.5-4.5 VDC 150 0.5-4.5 VDC No Charge
P-10064 A64 5.5-10 VDC 150 5.5-10 VDC No Charge
P-20002 W02 0.02-5.00 seconds PWM 150 2-10 VDC No Charge
P-20003 W03 0.10-25.5 seconds PWM 150 2-10 VDC No Charge
P-30001 F01 Floating Point 150 2-10 VDC No Charge
P-40002 J02 On/Off 150 2-10 VDC No Chargeg

Most popular confi gurations available at no additional cost.
2* designates tandem.

MULTI-FUNCTION TECHNOLOGY
PROGRAMMING CODES Control Input Running Time Built-in Feedback List Price

LI
NE

AR
 

AC
TU

AT
OR

G43 2-10 VDC 90 seconds 2-10 VDC No Charge
G53 0.5-10 VDC 90 seconds 0.5-10 VDC No Charge
W3M 0.02-5.00 seconds PWM 90 seconds 2-10 VDC No Charge
G13 Floating Point 90 seconds 2-10 VDC No Charge
G03 On/Off 90 seconds 2-10 VDC No Chargeg

Valve Specifi cations
Service chilled or hot water, 60% glycol
Flow characteristic linear
Action mixing: stem up - open B to AB

diverting: stem up - open AB to B
Sizes 2½”, 3”, 4”, 5”, 6”
End fi tting 125 lb. fl anged
Materials:

Body iron
Seat bronze
Stem stainless steel
Packing NLP
Plug bronze

Media temp:
Water
G7 32°F to 300°F (0°C to 149°C)
G7D (2½-5”) 32°F to 300°F (0°C to 149°C)
G7D (6”-8”) 32°F to 150°F (0°C to 65°C)

Body pressure rating ANSI 125
Maximum ΔP:

Water 25 psi (172 kPa)
Rangeability 50:1
Leakage Class III
Max water inlet 150 psi (1034 kPa) @ 250°F

G7...(D) Series Flanged Globe Valve, Electronic Fail-Safe Actuators
3-way Valve with Bronze Trim - ANSI 125 Flanged, Mixing and Diverting
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GLOBE VALVES

Non-Spring Return Actuators

ACTUATOR PART # EVB24-3 EVB24-SR EVX24-MFT RVB24-3 RVX24-MFT
Control type On/Off, Floating Point Proportional Proportional/MFT On/Off, Floating Point Proportional/MFT
Manual override • • • • •
Running time 90 seconds 90 seconds 90 seconds 90 seconds 90 seconds
Noise level 65 dB(A) 65 dB(A) 65 dB(A) 65 dB(A) 65 dB(A)
ELECTRICAL CONNECTION:
3 ft cable, ½” conduit fi tting • • • • •

Valve Nominal Size
Globe Valve

Model #
Cv

Rating Inches Flanged
Type

Close-off
ANSI III

G7…S 3-WAY MIXING FLANGED GLOBE VALVE WITH NON-SPRING RETURN ACTUATORS
G765S 68 2½ ANSI 125 94 $3,150.00 $3,230.00 $3,280.00
G780S 91 3 ANSI 125 63 $3,726.00 $3,806.00 $3,856.00
G7100S 190 4 ANSI 125 33 $4,654.00 $4,734.00 $4,784.00
G765S 68 2½ ANSI 125 125 $3,572.00 $4,138.00
G780S 91 3 ANSI 125 125 $4,146.00 $4,708.00
G7100S 190 4 ANSI 125 68 $4,872.00 $5,434.00
G7125S 280 5 ANSI 125 42 $7,303.00 $7,883.00
G7150S 340 6 ANSI 125 28 $8,994.00 $9,516.00
G7…DS 3-WAY DIVERTING FLANGED GLOBE VALVE WITH NON-SPRING RETURN ACTUATORS
G765DS 68 2½ ANSI 125 140 $6,874.00 $6,954.00 $7,004.00
G780DS 85 3 ANSI 125 140 $7,810.00 $7,890.00 $7,940.00
G7100DS 154 4 ANSI 125 140 $8,906.00 $8,986.00 $9,036.00
G7125DS 195 5 ANSI 125 140 $12,865.00 $12,945.00 $12,995.00
G7150DS 248 6 ANSI 125 175 $14,746.00 $14,826.00 $14,876.00

MULTI-FUNCTION TECHNOLOGY
PROGRAMMING CODES Control Input Running Time Built-in Feedback List Price

LI
NE

AR
AC

TU
AT

OR

G43 2-10 VDC 90 seconds 2-10 VDC No Charge
G53 0.5-10 VDC 90 seconds 0.5-10 VDC No Charge
W3M 0.02-5.00 seconds PWM 90 seconds 2-10 VDC No Charge
G13 Floating Point 90 seconds 2-10 VDC No Charge
G03 On/Off 90 seconds 2-10 VDC No Chargeg

Valve Specifi cations
Service chilled or hot water, 60% glycol
Flow characteristic linear
Action mixing: stem up - open B to AB

diverting: stem up - open AB to B
Sizes 2½”, 3”, 4”, 5”, 6”
End fi tting 125 lb. fl anged
Materials:

Body iron
Seat stainless steel
Stem stainless steel
Packing TFE V-ring
Plug stainless steel

Media temp:
Water
G7 32°F to 300°F (0°C to 149°C)
G7D (2½-5”) 32°F to 300°F (0°C to 149°C)
G7D (6”-8”) 32°F to 150°F (0°C to 65°C)

Body pressure rating ANSI 125
Maximum ΔP:

Water 50 psi (340 kPa)
Rangeability 50:1
Leakage Class III
Max water inlet 150 psi (1034 kPa) @ 250°F

G7…S(DS) Series Flanged Globe Valves, Non-Spring Return Actuators
3-way Valve with Stainless Steel Trim - ANSI 125 Flanged, Mixing and Diverting

O6
70

01
 - 

04
/1

3 
- S

ub
je

ct
 to

 c
ha

ng
e.

 ©
 B

el
im

o 
Ai

rc
on

tro
ls

 (U
SA

), 
In

c.



800-543-9038 USA 866-805-7089 CANADA 203-791-8396 LATIN AMERICA/CARIBBEAN

14-36

GL
OB

E 
VA

LV
ES

Spring Return Actuators

ACTUATOR PART # AFBUP-X1 AFX24-MFT-X1 2*AFBUP-X1 2*AFX24-MFT-X1
Control type On/Off Proportional/MFT On/Off Proportional/MFT
Manual override • • • •

Running time
Motor  <75 seconds  150 seconds <75 seconds  150 seconds
Spring <20 seconds <20 seconds <20 seconds <20 seconds

Noise level <45 dB(A) <40 dB(A) <45 dB(A) <40 dB(A)
ELECTRICAL CONNECTION:
3 ft, cable, ½” conduit fi tting • • • •

Valve Nominal Size
Globe Valve

Model #
Cv

Rating Inches Flanged
Type

Close-Off
ANSI III

G7…S 3-WAY MIXING FLANGED GLOBE VALVE WITH SPRING RETURN ACTUATORS
G765S 68 2½” ANSI 125 40 $3,095.00 $3,262.00
G765S 68 2½” ANSI 125 65 $3,724.00 $4,154.00
G780S 91 3” ANSI 125 26 $3,646.00 $3,824.00
G780S 91 3” ANSI 125 43 $4,297.00 $4,627.00
G7100S 190 4” ANSI 125 12 $5,413.00 $5,390.00

G7…DS 3-WAY DIVERTING FLANGED GLOBE VALVE WITH SPRING RETURN ACTUATORS
G765DS 68 2½ ANSI 125 140 $6,797.00 $6,964.00
G780DS 85 3 ANSI 125 140 $7,734.00 $7,901.00
G7100DS 154 4 ANSI 125 140 $8,988.00 $9,155.00
G7125DS 195 5 ANSI 125 140 $13,177.00 $13,506.00
G7150DS 248 6 ANSI 125 125 $15,291.00 $15,621.00

MULTI-FUNCTION TECHNOLOGY
PROGRAMMING CODES Control Input Running Time Built-in Feedback List Price

AF
 D

ES
CR

IP
TI

ON

P-10001 A01 2-10 VDC 150 2-10 VDC No Charge
P-10002 A02 0-10 VDC 150 0-10 VDC No Charge
P-10028 A28 0-10 VDC 100 0-10 VDC No Charge
P-10063 A63 0.5-4.5 VDC 150 0.5-4.5 VDC No Charge
P-10064 A64 5.5-10 VDC 150 5.5-10 VDC No Charge
P-20002 W02 0.02-5.00 sec. PWM 150 2-10 VDC No Charge
P-20003 W03 0.10-25.5 sec. PWM 150 2-10 VDC No Charge
P-30001 F01 Floating Pointg 150 2-10 VDC No Chargeg

Example: AFX24-MFT-X1 is the basic model.  Add the P… pre-set MFT confi guration number and list price to the actuator when ordering, as needed. 
Note: Most popular confi gurations available at no additional cost.
2* designates tandem.

G7…S(DS) Series Flanged Globe Valve, Spring Return Actuators
3-way Valve with Stainless Steel Trim – ANSI 125 Flanged, Mixing and Diverting

Valve Specifi cations
Service chilled or hot water, 60% glycol
Flow characteristic linear
Action mixing: stem up - open B to AB

diverting: stem up - open AB to B
Sizes 2½”, 3”, 4”, 5”, 6”
End fi tting 125 lb fl anged
Materials:

Body iron
Seat stainless steel
Stem stainless steel
Packing TFE V-ring
Plug stainless steel

Media temp:
Water
G7 32°F to 300°F (0°C to 149°C)
G7DS (2½-5”) 32°F to 300°F (0°C to 149°C)
G7DS (6”-8”) 32°F to 150°F (0°C to 65°C)

Body pressure rating ANSI 125
Maximum ΔP
     Water 50 psi (340 kPa)
Rangeability 50:1
Leakage Class III
Max water inlet 150 psi (1034 kPa) @ 250°F

Visit www.belimo.us to see additional Spring Return options.s
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GLOBE VALVES

Electronic Fail-Safe Actuators

ACTUATOR PART # AVKB24-3 AVKX24-MFT 2*GKX24-MFT-X1
Control type On/Off, Floating Point Proportional/MFT Proportional/MFT
Manual override • • •

Running time
Motor 90 seconds 90 seconds 150 seconds
Fail-Safe 35 seconds 35 seconds 35 seconds

Noise level
Motor 60 dB(A) 60 dB(A) <45 dB(A)
Fail-Safe 60 dB(A) 60 dB(A)

ELECTRICAL CONNECTION:
3 ft cable, ½” conduit fi tting • • •

Valve Nominal Size
Globe Valve

Model #
Cv

Rating Inches Flanged
Type

Close-off
ANSI III

G7…S 3-WAY MIXING FLANGED GLOBE VALVE WITH ELECTRONIC FAIL-SAFE ACTUATORS
G765S 68 2½ ANSI 125 71 $3,132.00 $3,262.00
G780S 91 3 ANSI 125 47 $3,694.00 $3,824.00
G765S 68 2½ ANSI 125 125 $6,003.00
G780S 91 3 ANSI 125 125 $6,475.00
G7100S 190 4 ANSI 125 37 $7,239.00
G7125S 280 5 ANSI 125 22 $9,687.00
G7150S 340 6 ANSI 125 14 $11,319.00
G7…DS 3-WAY DIVERTING FLANGED GLOBE VALVE WITH ELECTRONIC FAIL-SAFE ACTUATORS
G765DS 68 2½ ANSI 125 140 $6,834.00 $6,964.00
G780DS 85 3 ANSI 125 140 $7,771.00 $7,901.00
G7100DS 154 4 ANSI 125 140 $8,758.00 $8,888.00
G7125DS 195 5 ANSI 125 140 $12,983.00 $13,113.00
G7150DS 248 6 ANSI 125 175 $15,036.00 $15,166.00

MULTI-FUNCTION TECHNOLOGY
PROGRAMMING CODES Control Input Running Time Built-in Feedback List Price

GK
 D

ES
CR

IP
TI

ON

P-10001 A01 2-10 VDC 150 2-10 VDC No Charge
P-10002 A02 0-10 VDC 150 0-10 VDC No Charge
P-10028 A28 0-10 VDC 100 0-10 VDC No Charge
P-10063 A63 0.5-4.5 VDC 150 0.5-4.5 VDC No Charge
P-10064 A64 5.5-10 VDC 150 5.5-10 VDC No Charge
P-20002 W02 0.02-5.00 seconds PWM 150 2-10 VDC No Charge
P-20003 W03 0.10-25.5 seconds PWM 150 2-10 VDC No Charge
P-30001 F01 Floating Point 150 2-10 VDC No Charge
P-40002 J02 On/Off 150 2-10 VDC No Chargeg

Most popular confi gurations available at no additional cost.
2* designates tandem.

MULTI-FUNCTION TECHNOLOGY
PROGRAMMING CODES Control Input Running Time Built-in Feedback List Price

LI
NE

AR
AC

TU
AT

OR

G43 2-10 VDC 90 seconds 2-10 VDC No Charge
G53 0.5-10 VDC 90 seconds 0.5-10 VDC No Charge
W3M 0.02-5.00 seconds PWM 90 seconds 2-10 VDC No Charge
G13 Floating Point 90 seconds 2-10 VDC No Charge
G03 On/Off 90 seconds 2-10 VDC No Chargeg

Valve Specifi cations
Service chilled or hot water, 60% glycol
Flow characteristic linear
Action mixing: stem up - open B to AB

diverting: stem up - open AB to B
Sizes 2½”, 3”, 4”, 5”, 6”
End fi tting 125 lb. fl anged
Materials:

Body iron
Seat stainless steel
Stem stainless steel
Packing TFE V-ring
Packing stainless steel

Media temp:
Water
G7 32°F to 300°F (0°C to 149°C)
G7DS (2½-5”) 32°F to 300°F (0°C to 149°C)
G7DS (6”-8”) 32°F to 150°F (0°C to 65°C)

Body pressure rating ANSI 125
Maximum ΔP:

Water 50 psi (340 kPa)
Rangeability 50:1
Leakage Class III
Max water inlet 150 psi (1034 kPa) @ 250°F

G7…S(DS) Series Flanged Globe Valves, Electronic Fail-Safe Actuators
3-way Valve with Stainless Steel Trim - ANSI 125 Flanged, Mixing and Diverting
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Non-Spring Return Actuators

ACTUATOR PART # EVB24-3 EVB24-SR EVX24-MFT RVB24-3 RVX24-MFT
Control type On/Off, Floating Point Proportional Proportional/MFT On/Off, Floating Point Proportional/MFT
Manual override • • • • •
Running time 90 seconds 90 seconds 90 seconds 90 seconds 90 seconds
Noise level 65 dB(A) 65 dB(A) 65 dB(A) 65 dB(A) 65 dB(A)
ELECTRICAL CONNECTION:
3 ft, cable, ½” conduit fi tting • • • • •

Valve Nominal Size
Globe Valve

Model #
Cv

Rating Inches Flanged
Type

Close-Off
ANSI III

G7...-250 3-WAY MIXING FLANGED GLOBE VALVE WITH NON-SPRING RETURN ACTUATORS
G765-250 68 2½ ANSI 250 94 $3,251.00 $3,331.00 $3,381.00
G780-250 91 3 ANSI 250 63 $3,706.00 $3,786.00 $3,836.00
G7100-250 190 4 ANSI 250 33 $5,484.00 $5,564.00 $5,614.00
G765-250 68 2½ ANSI 250 125 $4,435.00 $4,565.00
G780-250 91 3 ANSI 250 125 $4,510.00 $4,640.00
G7100-250 190 4 ANSI 250 68 $6,027.00 $6,157.00
G7125-250 280 5 ANSI 250 42 $8,921.00 $9,051.00
G7150-250 340 6 ANSI 250 28 $10,297.00 $10,427.00

MULTI-FUNCTION TECHNOLOGY
PROGRAMMING CODES Control Input Running Time Built-in Feedback List Price

LI
NE

AR
 

AC
TU

AT
OR

G43 2-10 VDC 90 seconds 2-10 VDC No Charge
G53 0.5-10 VDC 90 seconds 0.5-10 VDC No Charge
W3M 0.02-5.00 seconds PWM 90 seconds 2-10 VDC No Charge
G13 Floating Point 90 seconds 2-10 VDC No Charge
G03 On/Off 90 seconds 2-10 VDC No Chargeg

G7…-250 Series Flanged Globe Valve, Non-Spring Return Actuators
3-way Valve with Bronze Trim – ANSI 250 Flanged, Mixing

Valve Specifi cations
Service chilled or hot water, 60% glycol
Flow characteristic linear
Action mixing: stem up - open B to AB
Sizes 2½”, 3”, 4”, 5”, 6”
End fi tting 250 lb fl anged
Materials:

Body iron
Seat bronze
Stem stainless steel
Packing NLP
Plug bronze

Media temp:   Water 32°F to 350°F (0°C to 176°C)
Ambient temp 32°F to 122°F (0°C to 50°C)
Body pressure rating ANSI 250
Maximum ΔP:

Water 25 psi (172 kPa)
Rangeability 50:1
Leakage Class III
Max water inlet 250 psi (1724 kPa) @ 350°F
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GLOBE VALVES

Spring Return Actuators

ACTUATOR PART # AFBUP-X1 AFX24-MFT-X1 2*AFBUP-X1 2*AFX24-MFT-X1
Control type On/Off Proportional/MFT On/Off Proportional/MFT
Manual override • • • •

Running time
Motor  <75 seconds  150 seconds <75 seconds  150 seconds
Spring <20 seconds <20 seconds <20 seconds <20 seconds

Noise level <45 dB(A) <40 dB(A) <45 dB(A) <40 dB(A)
ELECTRICAL CONNECTION: ELEC
3 ft, cable, ½” conduit fi tting • • • •

Valve Nominal Size
Globe Valve

Model #
Cv

Rating Inches Flanged
Type

Close-Off
ANSI III

G7...-250 3-WAY MIXING FLANGED GLOBE VALVE WITH SPRING RETURN ACTUATORS
G765-250 68 2½ ANSI 250 40 $3,161.00 $3,237.00
G765-250 68 2½ ANSI 250 65 $3,845.00 $4,049.00
G780-250 91 3 ANSI 250 26 $3,634.00 $3,795.00
G780-250 91 3 ANSI 250 43 $4,292.00 $4,627.00
G7100-250 190 4 ANSI 250 12 $5,109.00

MULTI-FUNCTION TECHNOLOGY
PROGRAMMING CODES Control Input Running Time Built-in Feedback List Price

AF
 D

ES
CR

IP
TI

ON

P-10001 A01 2-10 VDC 150 2-10 VDC No Charge
P-10002 A02 0-10 VDC 150 0-10 VDC No Charge
P-10028 A28 0-10 VDC 100 0-10 VDC No Charge
P-10063 A63 0.5-4.5 VDC 150 0.5-4.5 VDC No Charge
P-10064 A64 5.5-10 VDC 150 5.5-10 VDC No Charge
P-20002 W02 0.02-5.00 seconds PWM 150 2-10 VDC No Charge
P-20003 W03 0.10-25.5 seconds PWM 150 2-10 VDC No Charge
P-30001 F01 Floating Point 150 2-10 VDC No Charge
P-40002 J02 On/Off 150 2-10 VDC No Chargeg

Example: AFX24-MFT-X1 is the basic model.  Add the P… pre-set MFT confi guration number and list price to the actuator when ordering, as needed.
Most popular confi gurations available at no additional cost.
2* designates tandem.

Valve Specifi cations
Service chilled or hot water, 60% glycol
Flow characteristic linear
Action mixing: stem up - open B to AB
Sizes 2½”, 3”, 4”
End fi tting 250 lb fl anged
Materials:

Body iron
Seat bronze
Stem stainless steel
Packing NLP
Plug bronze

Media temp:     Water 32°F to 350°F (0°C to 176°C)
Ambient temp 32°F to 122°F (0°C to 50°C)
Body pressure rating ANSI 250
Maximum ΔP:

Water 25 psi (172 kPa)
Rangeability 50:1
Leakage Class III
Max water inlet 250 psi (1724 kPa) @ 350°

G7…-250 Series Flanged Globe Valve, Spring Return Actuators
3-way Valve with Bronze Trim – ANSI 250 Flanged, Mixing

Visit www.belimo.us to see additional Spring Return options.s
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Electronic Fail-Safe Actuators

ACTUATOR PART # AVKB24-3 AVKX24-MFT 2*GKX24-MFT-X1
Control type On/Off, Floating Point Proportional/MFT Proportional/MFT
Manual override • • •
Running time 90 seconds 90 seconds 150 seconds

Noise level
Motor 60 dB(A) 60 dB(A) <45 dB(A)
Spring 60 dB(A) 60 dB(A)

ELECTRICAL CONNECTION:
3 ft, cable, ½” conduit fi tting • • •

Valve Nominal Size
Globe Valve

Model #
Cv

Rating Inches Flanged
Type

Close-Off
ANSI III

G7...-250 3-WAY MIXING FLANGED GLOBE VALVE WITH ELECTRONIC FAIL-SAFE ACTUATORS
G765-250 68 2½ ANSI 250 71 $3,327.00 $3,457.00
G780-250 91 3 ANSI 250 47 $3,665.00 $3,795.00
G765-250 68 2½ ANSI 250 222 $5,899.00
G780-250 91 3 ANSI 250 152 $6,475.00
G7100-250 190 4 ANSI 250 37 $7,961.00
G7125-250 280 5 ANSI 250 22 $10,854.00
G7150-250 340 6 ANSI 250 14 $12,230.00

MULTI-FUNCTION TECHNOLOGY
PROGRAMMING CODES Control Input Running Time Built-in Feedback List Price

GK
 D

ES
CR

IP
TI

ON

P-10001 A01 2-10 VDC 150 2-10 VDC No Charge
P-10002 A02 0-10 VDC 150 0-10 VDC No Charge
P-10028 A28 0-10 VDC 100 0-10 VDC No Charge
P-10063 A63 0.5-4.5 VDC 150 0.5-4.5 VDC No Charge
P-10064 A64 5.5-10 VDC 150 5.5-10 VDC No Charge
P-20002 W02 0.02-5.00 seconds PWM 150 2-10 VDC No Charge
P-20003 W03 0.10-25.5 seconds PWM 150 2-10 VDC No Charge
P-30001 F01 Floating Point 150 2-10 VDC No Charge
P-40002 J02 On/Off 150 2-10 VDC No Chargeg

Most popular confi gurations available at no additional cost.
2* designates tandem.

MULTI-FUNCTION TECHNOLOGY
PROGRAMMING CODES Control Input Running Time Built-in Feedback List Price

LI
NE

AR
 

AC
TU

AT
OR

G43 2-10 VDC 90 seconds 2-10 VDC No Charge
G53 0.5-10 VDC 90 seconds 0.5-10 VDC No Charge
W3M 0.02-5.00 seconds PWM 90 seconds 2-10 VDC No Charge
G13 Floating Point 90 seconds 2-10 VDC No Charge
G03 On/Off 90 seconds 2-10 VDC No Chargeg

G7…-250 Series Flanged Globe Valve, Electronic Fail-Safe Actuators
3-way Valve with Bronze Trim – ANSI 250 Flanged, Mixing

Valve Specifi cations
Service chilled or hot water, 60% glycol
Flow characteristic linear
Action mixing: stem up - open B to AB
Sizes 2½”, 3”, 4”, 5”, 6”
End fi tting 250 lb fl anged
Materials:

Body iron
Seat bronze
Stem stainless steel
Packing NLP
Plug bronze

Media temp:    Water 32°F to 350°F (0°C to 176°C)
Ambient temp 32°F to 122°F (0°C to 50°C)
Body pressure rating ANSI 250
Maximum ΔP:

Water 25 psi (172 kPa)
Rangeability 50:1
Leakage Class III
Max water inlet 250 psi (1724 kPa) @ 350°F
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GLOBE VALVES

Non-Spring Return Actuators

ACTUATOR PART # EVB24-3 EVB24-SR EVX24-MFT RVB24-3 RVX24-MFT
Control type On/Off, Floating Point Proportional Proportional/MFT On/Off, Floating Point Proportional/MFT
Manual override • • • • •
Running time 90 seconds 90 seconds 90 seconds 90 seconds 90 seconds
Noise level 65 dB(A) 65 dB(A) 65 dB(A) 65 dB(A) 65 dB(A)
ELECTRICAL CONNECTION:
3 ft, cable, ½” conduit fi tting • • • • •

Valve Nominal Size
Globe Valve

Model #
Cv

Rating  Inches Flanged
Type

Close-Off
ANSI III

G7...S-250 3-WAY MIXING FLANGED GLOBE VALVE WITH NON-SPRING RETURN ACTUATORS
G765S-250 68 2½ ANSI 250 94 $3,470.00 $3,550.00 $3,600.00
G780S-250 91 3 ANSI 250 63 $3,979.00 $4,059.00 $4,109.00
G7100S-250 190 4 ANSI 250 33 $6,433.00 $6,513.00 $6,563.00
G765S-250 68 2½ ANSI 250 185 $4,301.00 $4,431.00
G780S-250 91 3 ANSI 250 125 $4,801.00 $4,931.00
G7100S-250 190 4 ANSI 250 68 $6,963.00 $7,093.00
G7125S-250 280 5 ANSI 250 42 $10,106.00 $10,236.00
G7150S-250 340 6 ANSI 250 28 $10,499.00 $10,629.00
G7…DS-250 3-WAY DIVERTING FLANGED GLOBE VALVE WITH NON-SPRING RETURN ACTUATORS
G765DS-250 68 2½ ANSI 250 140 $8,085.00 $8,165.00 $8,215.00
G780DS-250 85 3 ANSI 250 140 $9,188.00 $9,268.00 $9,318.00
G7100DS-250 154 4 ANSI 250 140 $10,402.00 $10,482.00 $10,532.00
G7125DS-250 195 5 ANSI 250 140 $14,991.00 $15,071.00 $15,121.00
G7150DS-250 248 6 ANSI 250 175 $18,355.00 $18,435.00 $18,485.00

MULTI-FUNCTION TECHNOLOGY
PROGRAMMING CODES Control Input Running Time Built-in Feedback List Price

LI
NE

AR
AC

TU
AT

OR

G43 2-10 VDC 90 seconds 2-10 VDC No Charge
G53 0.5-10 VDC 90 seconds 0.5-10 VDC No Charge
W3M 0.02-5.00 seconds PWM 90 seconds 2-10 VDC No Charge
G13 Floating Point 90 seconds 2-10 VDC No Charge
G03 On/Off 90 seconds 2-10 VDC No Chargeg

G7…S(DS)-250 Series Flanged Globe Valve, Non-Spring Return Actuators
3-way Valve with Stainless Steel Trim – ANSI 250 Flanged, Mixing and Diverting

Valve Specifi cations
Service chilled or hot water, 60% glycol
Flow characteristic linear
Action mixing: stem up - open B to AB

diverting: stem up - open AB to B
Sizes 2½”, 3”, 4”, 5”, 6”
End fi tting 250 lb fl anged
Materials:

Body iron
Seat stainless steel
Stem stainless steel
Packing TFE V-ring
Plug stainless steel

Media temp:    Water 32°F to 350°F (0°C to 176°C)
Body pressure rating ANSI 250
Maximum ΔP:

Water 50 psi (340 kPa)
Rangeability 50:1

Leakage Class III
Max water inlet 250 psi (1734 kPa) @ 350°F
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G7…S(DS) -250 Series Flanged Globe Valve, Spring Return Actuators
3-way Valve with Stainless Steel Trim – ANSI 250 Flanged, Mixing and Diverting

Spring Return Actuators

ACTUATOR PART # AFBUP-X1 AFX24-MFT-X1 2*AFBUP-X1 2*AFX24-MFT-X1
Control type On/Off Proportional/MFT On/Off Proportional/MFT
Manual override • • • •

Running time
Motor  <75 seconds  150 seconds  <75 seconds  150 seconds
Spring <20 seconds <20 seconds <20 seconds <20 seconds

Noise level <45 dB(A) <40 dB(A) <45 dB(A) <40 dB(A)
ELECTRICAL CONNECTION:
3 ft, cable, ½” conduit fi tting • • • •

Valve Nominal Size
Globe Valve

Model #
Cv

Rating Inches Flanged
Type

Close-Off
ANSI III

G7...S-250 3-WAY MIXING FLANGED GLOBE VALVE WITH SPRING RETURN ACTUATORS
G765S-250 68 2½ ANSI 250 40 $3,381.00 $3,547.00
G765S-250 68 2½ ANSI 250 65 $4,016.00 $4,342.00
G780S-250 91 3 ANSI 250 26 $3,890.00 $3,824.00
G780S-250 91 3 ANSI 250 43 $4,526.00 $4,627.00
G7100S-250 190 4 ANSI 250 12 $5,390.00
G7…DS-250 3-WAY DIVERTING FLANGED GLOBE VALVE WITH SPRING RETURN ACTUATORS
G765DS-250 68 2½ ANSI 250 140 $8,006.00 $8,172.00
G780DS-250 85 3 ANSI 250 140 $9,148.00 $9,298.00
G7100DS-250 154 4 ANSI 250 140 $10,638.00 $10,813.00
G7125DS-250 195 5 ANSI 250 140 $14,597.00 $14,928.00
G7150DS-250 248 6 ANSI 250 175 $18,901.00 $19,230.00

MULTI-FUNCTION TECHNOLOGY
PROGRAMMING CODES Control Input Running Time Built-in Feedback List Price

AF
 D

ES
CR

IP
TI

ON

P-10001 A01 2-10 VDC 150 2-10 VDC No Charge
P-10002 A02 0-10 VDC 150 0-10 VDC No Charge
P-10028 A28 0-10 VDC 100 0-10 VDC No Charge
P-10063 A63 0.5-4.5 VDC 150 0.5-4.5 VDC No Charge
P-10064 A64 5.5-10 VDC 150 5.5-10 VDC No Charge
P-20002 W02 0.02-5.00 seconds PWM 150 2-10 VDC No Charge
P-20003 W03 0.10-25.5 seconds PWM 150 2-10 VDC No Charge
P-30001 F01 Floating Point 150 2-10 VDC No Charge
P-40002 J02 On/Off 150 2-10 VDC No Charge

Example: AFX24-MFT-X1 is the basic model.  Add the P… pre-set MFT confi guration number and list price to the actuator when ordering, as needed.
Most popular confi gurations available at no additional cost.
2* designates tandem.

Valve Specifi cations
Service chilled or hot water, 60% glycol
Flow characteristic linear
Action mixing: stem up - open B to AB

diverting: stem up - open AB to B
Sizes 2½”, 3”, 4”, 5”, 6”
End fi tting 250 lb fl anged
Materials:

Body iron
Seat stainless steel
Stem stainless steel
Packing TFE V-ring
Plug stainless steel

Media temp:
Water
G7 32°F to 300°F (0°C to 149°C)
G7D (2½-5”) 32°F to 300°F (0°C to 149°C)
G7D (6”-8”) 32°F to 150°F (0°C to 65°C)

Body pressure rating ANSI 250
Maximum ΔP:
Water 50 psi (340 kPa)
Rangeability 50:1
Leakage Class III
Max water inlet 250 psi (1724 kPa) @ 350°F

Visit www.belimo.us to see additional Spring Return options.s
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GLOBE VALVES

Electronic Fail-Safe Actuators

ACTUATOR PART # AVKB24-3 AVKX24-MFT 2*GKX24-MFT-X1
Control type On/Off, Floating Point Proportional/MFT Proportional/MFT
Manual override • • •

Running time
Motor 90 seconds 90 seconds 150 seconds
Fail-Safe 35 seconds 35 seconds 35 seconds

Noise level
Motor 60 dB(A) 60 dB(A) <45 dB(A)
Fail-Safe 60 dB(A) 60 dB(A)

ELECTRICAL CONNECTION:
3 ft, cable, ½” conduit fi tting • • •

Valve Nominal Size
Globe Valve

Model #
Cv

Rating  Inches Flanged
Type

Close-Off
ANSI III

G7...S-250 3-WAY MIXING FLANGED GLOBE VALVE WITH ELECTRONIC FAIL-SAFE ACTUATORS
G765S-250 68 2½ ANSI 250 71 $3,417.00 $3,547.00
G780S-250 91 3 ANSI 250 47 $3,694.00 $3,824.00
G765S-250 68 2½ ANSI 250 222 $5,895.00
G780S-250 91 3 ANSI 250 152 $6,365.00
G7100S-250 190 4 ANSI 250 37 $8,510.00
G7…DS-250 3-WAY DIVERTING FLANGED GLOBE VALVE WITH ELECTRONIC FAIL-SAFE ACTUATORS
G765DS-250 68 2½ ANSI 250 140 $8,042.00 $8,172.00
G780DS-250 85 3 ANSI 250 140 $9,168.00 $9,298.00
G7100DS-250 154 4 ANSI 250 140 $10,368.00 $10,498.00
G7125DS-250 195 5 ANSI 250 140 $14,363.00 $14,493.00
G7150DS-250 248 6 ANSI 250 175 $18,540.00 $18,670.00

MULTI-FUNCTION TECHNOLOGY
PROGRAMMING CODES Control Input Running Time Built-in Feedback List Price

GK
 D

ES
CR

IP
TI

ON

P-10001 A01 2-10 VDC 150 2-10 VDC No Charge
P-10002 A02 0-10 VDC 150 0-10 VDC No Charge
P-10028 A28 0-10 VDC 100 0-10 VDC No Charge
P-10063 A63 0.5-4.5 VDC 150 0.5-4.5 VDC No Charge
P-10064 A64 5.5-10 VDC 150 5.5-10 VDC No Charge
P-20002 W02 0.02-5.00 seconds PWM 150 2-10 VDC No Charge
P-20003 W03 0.10-25.5 seconds PWM 150 2-10 VDC No Charge
P-30001 F01 Floating Point 150 2-10 VDC No Charge
P-40002 J02 On/Off 150 2-10 VDC No Chargeg

Most popular confi gurations available at no additional cost.
2* designates tandem.

MULTI-FUNCTION TECHNOLOGY
PROGRAMMING CODES Control Input Running Time Built-in Feedback List Price

LI
NE

AR
 

AC
TU

AT
OR

G43 2-10 VDC 90 seconds 2-10 VDC No Charge
G53 0.5-10 VDC 90 seconds 0.5-10 VDC No Charge
W3M 0.02-5.00 seconds PWM 90 seconds 2-10 VDC No Charge
G13 Floating Point 90 seconds 2-10 VDC No Charge
G03 On/Off 90 seconds 2-10 VDC No Chargeg

G7…S(DS)-250 Series Flanged Globe Valve, Electronic Fail-Safe Actuators
3-way Valve with Stainless Steel Trim – ANSI 250 Flanged, Mixing and Diverting

Valve Specifi cations
Service chilled or hot water, 60% glycol
Flow characteristic linear
Action mixing: stem up - open B to AB

diverting: stem up - open AB to B
Sizes 2½”, 3”, 4”, 5”, 6”
End fi tting 250 lb fl anged
Materials:

Body iron
Seat stainless steel
Stem stainless steel
Packing TFE V-ring
Plug stainless steel

Media temp:
Water
G7 32°F to 300°F (0°C to 149°C)
G7DS (2½-5”) 32°F to 300°F (0°C to 149°C)
G7DS (6”-8”) 32°F to 150°F (0°C to 65°C)

Body pressure rating ANSI 250
Maximum ΔP:

Water 50 psi (340 kPa)
Rangeability 50:1
Leakage Class III
Max water inlet 250 psi (1734 kPa) @ 350°F
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Non-Spring Return Spring Return Electronic 
Fail-Safe

WEATHERSHIELDS LV SV EV RV LF NF AF GK List Price

ZS-SPGV-60
LF series on G2/G3 globe valve                               • $368.00

ZS-SPGV-10
Dual AF series on fl anged globe valve • $384.00

ZS-SPGV-20
Single NF/AF series on G2/G3 (NF/AF)
and fl anged globe valve (AF)

• • $384.00

ZS-SPGV-40
GK series on fl anged globe valve • $384.00

ZS-SPGV-50
GK series on fl anged globe valve • $384.00

AUXILIARY SWITCHES & POTENTIOMETERS
S1A
Auxiliary switch - 1x SPDT, 
3A (0.5A inductive) @ 250 VAC

• $84.00

S2A
Auxiliary switch - 2x SPDT, 
3A (0.5A inductive) @ 250 VAC

• $125.00

P140A GR
Feedback potentiometer 140 Ω                                  • $138.00

P500A GR
Feedback potentiometer 500 Ω                                  • $138.00

P1000A GR
Feedback potentiometer 1000 Ω                                   • $138.00

P2800A GR
Feedback potentiometer 2800 Ω                                   • $138.00

P5000A GR
Feedback potentiometer 5000 Ω                                   • $138.00

P10000A GR
Feedback potentiometer 10000 Ω • $138.00

BATTERY BACKUPS
NSV24 US
Battery backup module • • • • $783.00

NSV-BAT
12VDC 1.2 AH battery (2 required) • • • • $119.00

Note: Each NSV-24 US requires 2 NSV-BAT.

Valve Accessories
Globe Valves
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